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NOTICE 
 

The information in this publication is provided for reference only. All information contained in this 

publication is believed to be correct and complete. AP2E shall not be liable for errors contained herein nor 

for incidental or consequential damages in connection with the furnishing, performance, or use of this 

material. All product specifications, as well as the information contained in this publication, are subject to 

change without notice. 

This publication may contain or reference information and products protected by copyrights or patents and 

does not convey any license under the patent rights of AP2E nor the rights of others. AP2E does not assume 

any liability arising out of any infringements of patents or other rights of third parties. 

This document contains confidential or proprietary information of AP2E. Neither this document nor the 

information herein is to be reproduced, distributed, used or disclosed, either in whole or in part, except as 

specifically authorized by AP2E, AP2E makes no warranty of any kind with regard to this material including, 

but not limited to, the implied warranties of merchantability and fitness for a particular purpose. 

 

Copyright 2010 by AP2E, Aix-en-Provence, France. 

Printed in France. 

 

All world rights reserved. No part of this publication may be stored in a retrieval system, transmitted, or 

reproduced in any way, including but not limited to, photocopy, photograph, magnetic or other record, 

without the prior written permission of AP2E. 
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13290 Aix en Provence 

France 

Ph. : +33 (0)4 42 61 29 40 

Fax : +33 (0)4 42 59 32 49 

e-mail : info@ap2e.com 

 

 

Release Date:   July 6th, 2010 

  



4 ProCeas ® Trace Gas Analyzer – Reference Manual 

Forewords / Table of Contents 

 

 

:: AP2E:: 

. 

. 

. 

. 

. 

. 

. 

. 

. 

. 

. 

. 

. 

. 

. 

. 

. 

. 

THIS PAGE 

. 

INTENTIONNALLY 

. 

LEFT BLANK 

. 

. 

. 

. 

. 

. 

. 

. 

. 

. 

. 

.  



ProCeas ® Trace Gas Analyzer – Reference Manual  

Forewords / Table of Contents 

5 

 

 

:: AP2E:: 

GENERAL INFORMATION 
 

 

TECHNICAL SUPPORT Fundamental technical information describing the use and theory of the use 

of an Optical Feedback Cavity Enhanced Absorption Spectrometer (OFCEAS) 

in conjunction with a low pressure sampling system for the analysis of 

chemicals in gas phase in provided in this document. 

This document contains information on: 

- Safety (Section 2). 

- Quality Assurance on the product (Section 3). 

- Principles of operation (Section 4.) 

- Installation (section 5) ; start-up (Section 6) ; routine use (Section 7 

& 8), and routine maintenance (Section 9).F.A.Q.s are answered in 

Section 10. 

Additional general technical information can be obtained on the 

www.ap2e.com. Response to the most common question can be found at 

the end of this document in the Frequently Asked Question section. Lastly, 

all customer support and answers to your questions can also be directly 

obtained from AP2E by phone at +33 (0) 4 42 61 29 40 and by e-mail at 

info@ap2e.com, or from an accredited AP2E representative. 

 

 

THE MANUAL The manual is designed to be informative and easy-to-use regardless of your 

experience with OFCEAS and low pressure sampling. It is recommended you 

familiarize yourself with the product, the technology, the product 

installation and recommended use and maintenance before using it. 

 

 

PACKING & UNPACKING AP2E prides itself in designing and manufacturing extremely robust and 

rugged analyzers. However, AP2E has no control over shipping and handling 

conditions; therefore, upon arrival, first verify the integrity of the packaging 

and the shock watches; refuse the shipment if the shock watches have been 

tripped and inform AP2E and/or its representative immediately. 

Unpack the analyzer. Please check against the packing list that all pieces 

have been received and that no pieces are damaged in any manner. If you 

observe any damage to the instrument or to any components contained in 

the shipment, please inform immediately the carrier and AP2E and/or its 

representative. 

If the analyzer as a whole or any of its components has been damaged 

during shipping and that such damage is not immediately reported for 

remediation, AP2E cannot be held responsible for the lack of performance of 

a damaged analyzer. 

Save all packaging material for future shipment. If required, return must 

be done with those packaging for safe shipping (FRAGILE and NON 

STACKABLE as mentions).  
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:: AP2E:: 

Section 1 – General Information 
 

 

DESCRIPTION The ProCeas  ® Trace Gas Analyzer is based on the combination of the patented 

Optical Feedback Cavity Enhanced Absorption Spectroscopy (OFCEAS) and the 

patented Low Pressure Sampling (LPS) technologies. 

 

OFCEAS (French patent WO03031949) is a novel technique for laser IR spectroscopy. 

It relies on the use of non-fibered DFB lasers (a wide array of which are available for 

wavelengths ranging from 600 to 3,300 nm) and an extended cavity or hyper-

reflective cavity enabling pathlengths measured on the kilometric scale. 

The patented feedback phenomenon (which occurs when the resonance frequency 

of the extended cavity matches the laser emission frequency) enables self-

stabilization of the spectrometer by means of frequencies mode-locking, and 

increases laser purity (reducing the bandwidth of the laser beam injected from 1 

MHz to 0.01 MHz), resulting in a single scan (100 ms) peak-to-peak noise of only 

4.10-10 Absorbance Units and a 4 orders of magnitude (4 OD) linearity of 

instrumental response. 

Moreover, the non-fibered DFB laser emission wavelength is controlled very 

precisely by applying a continuous current ramp to it. This yields a continuous 

spectrum of 200 data points with a true optical resolution of 1.12 pm (0.005 cm-1) at 

1,500 nm (6,666 cm-1). 

Lastly, a beamsplitter and a secondary photodiode were added on the beam path 

immediately after the non-fibered DFB laser, enabling self-stabilization and resulting 

in a complete absence of instrumental zero response drift as a function of time. 

 

The LPS (French patent WO2010/058107) consists of placing the entire sampling 

line, from sampling probe at the control point to the exhaust port of the gas cell at 

lowered pressure. The advantages are multiple and include: (1) the lowering of 

condensable dew points, thus eliminating the need for sample conditioning; (2) the 

absence of gas phase chemical denaturation for a greater accuracy of the 

measurement; (3) the acceleration of the sample transfer rate proportionally to the 

drop in pressure, allowing to work at very low intake flow rate (3-9 L/hr.) yet 

maintain sample transfer times of the order of 2 meters (~ 6 ft) per second and 

significantly reduce the probe filters cleaning requirements frequency; and, last but 

not least (4) the absence of the need for traced lines in most applications, 

significantly reducing infrastructure and maintenance costs. 

 

Strictly configured and pre-calibrated for your application, the ProCeas ® is the next 

evolution in both multi-component IR spectrometry and laser IR spectrometry. 

 

Every ProCeas ® is: Pre-calibrated; 

Self referencing (no re-zero required); 

Self-stabilizing (no zero drift as a function of time); 

Interference-free (no cross response);and 

Operated without need for sample conditioning. 
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:: AP2E:: 

AVANTAGES 

& BENEFITS The advantages and benefits of the ProCeas ® are: 

• NO INTERFERENCE MULTI-COMPONENTS ANALYZER. OFCEAS technology 

associated with low pressure sampling provides exceptional selectivity, enabling 

simultaneous multi-component measurement without interferences, regardless 

of the matrix. 

• NO SAMPLE CONDITIONING. OFCEAS technology associated with low pressure 

sampling enables direct measurement. The low pressure in the sampling system 

removes any risk for chemicals adsorption / desorption and/or condensation in 

the line. 

• NO RE-ZERO REQUIRED; NO DRIFT EXPERIENCED. OFCEAS technology 

associated with low pressure sampling enables direct measurement. The zero 

information is contained in the signal, enabling automated and intrinsic re-zero 

of the analyzer. 

• EASE-OF-USE. The ProCeas ®is pre-calibrated for your CEM’s application. Initially 

packaged in a standard 19”rack, it includes a touch screen interface and on-

board PC for local control and real time display of results. 

• ROBUST ANALYZER. The ProCeas ® contains no optical moving parts and was 

designed and built strictly for industrial and on-board mobile applications. 

• LOW MAINTENANCE; HIGH MTBF COMPONENTS. In addition to containing no 

moving optical components, the IR sources (telecom laser) are characterized by 

MTBF’s of 5 - 10 years. 

• LOW MAINTENANCE. REDUCED FOULING OF FILTERS. The low pressure 

sampling system enables low flow rates (3-9 L/h - 0.11-0.33 scfh) without 

degrading response time. Accumulation of contaminants lines and filters is 

greatly reduced; e.g. a 1,000 mg/m3 concentration in particulate matter will only 

deposit approximately 25 grams of particulate matter in the filter per year.  

• EASE-OF-INTEGRATION. Packaged in a standard 19” rack mount with local 

control and display capabilities, the ProCeas ® allows digital (Ethernet, RS485, 

RS232, ModBus) and analog I/O’s.TDRI/O is also available. 

• SAFE. ATEX compliant configuration available. 

 

 

ProCeas ® NH3 
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:: AP2E:: 

Section 2 – Safety Notices 
 

 

GENERAL The ProCeas ®, as any other analyzer or, more generally, electrical apparatus 

requires that some precautions be taken when transporting, installing, operating 

and maintaining it. 

Several CAUTION and WARNING labels can be found on the instrument or on 

ancillary equipment during the transport, unpacking, installation, commissioning, 

operation and/or maintenance of the ProCeas ®. 

A list of the main CAUTION and WARNING labels that can be encountered is, as well 

as a series of recommended action is proposed below. This list is not all-inclusive. If 

you encounter a CAUTION or a WARNING label that is not listed below, please refer 

immediately to the relevant safety documentation pertaining to the CAUTION or 

WARNING as may have been provided by the safety officer (or any other person 

responsible for operational safety) of your company. 

AP2E cannot be held responsible nor liable for any damage, whether voluntary or 

involuntary, whether accidental or incidental, caused by non-respect of customary, 

necessary, regulatory, and other rulings and behaviors when packing/unpacking, 

installing, commissioning, operating, maintaining and servicing the ProCeas ®. 
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WARNING 

LABELS 

 

RISK OF ELECTROCUTION 

 

 

RISK ASSOCIATED WITH THE USE OF A LASER 

 

 

GENERAL 

 

 

DEADLY (POISONOUS) CHEMICAL 

 

 

TOXIC CHEMICAL 

 

 

 

 

CAUTION 

LABELS 

 

PROTECTIVE EYE REQUIRED 

 

 

PROTECTIVE FOOTWEAR REQUIRED 

 

 

PROTECTIVE GLOVES REQUIRED. 
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:: AP2E:: 

RECOMMENDED 

ACTIONS 

The ProCeas ®, if transported, commissioned, operated and maintained according to 

all applicable operating procedures, whether included in this document or 

communicated separately by AP2E and/or any of its accredited representative, is 

safe. 

Nevertheless, AP2E encourages you to develop and implement proper 

documentation and training as pertaining to the following: 

 

 

 

ELECTRICAL WARNING. 

The ProCeas ® power requirements are 100-250 VAC, 50/60Hz (Consult your 

packing list . A adequately sized fuse is located on the power connection port of 

the instrument to minimize damage to the instrument in case of power failure. 

It is highly recommended that you add a surge protector to the instrument. 

Never open the instrument to access internal components without first 

unplugging the analyzer and taking all customary and necessary precautions. 

 

 

 

 

LASER WARNING 

 The ProCeas ® contains one or more Class IIIb (or less) infrared (IR) lasers. 

Protective eyewear should be worn at all time when opening the instrument. 

Opening the instrument for servicing should only be done by AP2E and/or AP2E 

accredited technical personnel. 

Not wearing protective eyewear and accidentally or incidentally looking into the 

laser beam may lead to permanent eye injury. 

 

 

 

PROTECTIVE FOOTWEAR & GLOVES REQUIRED. 

 A typical ProCeas ® may weigh up to 25 kg (55 lbs). 

It is highly recommended to not only respect all customary and necessary 

requirements for lifting and transporting heavy equipment. 

It is also highly recommended to wear protective footwear and protective gloves 

when lifting, transporting or moving the ProCeas ®. 

   

 

 

MECHANICAL WARNING – COMPRESSED AIR 

 Some installation / applications for the ProCeas ® may require the use of oil-free 

compressed (1-6 bar) air. 

You are encouraged to double check that all compressed air lines are properly 

fastened and secured to avoid any possible injury if case of catastrophic failure of 

the compressed air lines. 
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CHEMICAL WARNINGS 

 

The ProCeas ® is a (Trace) Gas Analyzer. 

Some of the gases analyzed may be dangerous, corrosive, toxic, or even deadly, 

even at very low concentrations. 

All applicable customary and necessary precautions must be taken regarding the 

manipulation, analysis and disposal of such gases, whether process gases, 

emission gases, gas standards or any other. 

In addition to all precautions listed in pertinent documentation (MSDS, 

regulatory texts, in-house SOP’s, etc.), It is particularly recommended to ensure 

proper disposal of such toxic, poisonous and possibly deadly gases according to 

all applicable regulations. It is also recommended to place proper emergency 

respiratory equipment and all other first aid and emergency equipment as 

required by any applicable regulation or rule in the immediate vicinity of the 

analyzer. 

   

 

 

 

SAFETY FIRST. 

 

 

ALWAYS OBEY THE RULES. 
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:: AP2E:: 

Section 3 – Quality Statement 
 

 

QUALITY 

CERTIFICATIONS 

The ProCeas ® complies with the following quality certifications: 

• ISO 9001-2000 

• EN 14181:2004 

Stationary source emissions. Quality assurance of automated measuring systems. 

• EN 15267-3 

Air quality. Certification of automated measuring systems. Part 3. Performance 

specifications and test procedures for automated measuring systems for 

monitoring emissions from stationary sources. 

 

 

 

AP2E QUALITY 

POLICY STATEMENT 

The ProCeas ® is a metrological apparatus. AP2E formally engages itself to provide 

analytical instrument compliant with the strictest expectation in the field. 

More specifically, as your ProCeas ® is custom configured for your application, AP2E 

engages itself to do all that is possible to provide you with an analyzer that will meet 

your specifications as they were disclosed to us. 

 

 

 

 

REGULATORY USE OF 

THE ProCeas® 

Depending on the application and depending on which country, state, region, city or 

local the device is operated, the configuration and subsequent use of the ProCeas ® for 

regulatory analysis will vary. For instance: 

 

Environmental Applications. 

Potentially hazardous chemicals that may be present in ambient and/or atmospheric air 

are regulated individually and by each country. E.G., in France and in Germany, the 

maximum allowed concentration for NH3 is 50 ppm, whereas the same chemical is 

limited to 35 ppm in the United Kingdom. Another example is in the United States 

where the Environmental Protection Agency (EPA) listed 189 HAP’s, focusing on 20 of 

them in the EPA320 ruling. AP2E makes no global guarantee of fitness of the ProCeas ® 

for the analysis of any or all atmospheric HAP’s; each analytical case must be studied 

and metrological performance validated. 

 

Process Applications. 

For process analysis, the ProCeas ® is considered an Automated Measurement System 

(AMS). European rule EN 14181:2004 (Stationary source emissions. Quality assurance of 

automated measuring systems) clearly defines the operational boundaries and 

validation and re-certification requirements for this type of device. The ProCeas ® is 

compliant with European rule EN 14181:2004. 
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:: AP2E:: 

 

Emissions Applications. 

The ProCeas ® is compliant with European ruling EN15267-3 (Air quality. Certification of 

automated measuring systems. Part 3. Performance specifications and test procedures 

for automated measuring systems for monitoring emissions from stationary sources). 

 

 

WARRANTY TERMS WARRANTY. AP2E warrants that on the date of shipment to Purchaser the Goods will 

be of the kind and quality described herein, merchantable, and free of any defects in 

workmanship and material that materially affect the functionality of the Goods. 

Except as noted below for upgrades, accessories, and parts, if within one (1) year from 

date of initial operation, but not more than eighteen (18) months from date of 

shipment by AP2E, of any item of the Goods, Purchaser discovers that such item was 

not as warranted above and promptly notifies AP2E in writing thereof, AP2E shall 

remedy such defect by, at AP2E’s option, adjustment, repair or replacement of the item 

and any effected part of the Goods. Purchaser shall assume all responsibility and 

expense for removal, reinstallation, freight and any applicable duties in connection with 

the foregoing remedy. The same obligations and conditions shall extend to replacement 

items furnished by AP2E hereunder. AP2E shall have the right of disposal of items 

replaced by it. Purchaser shall grant AP2E access to the Goods at all reasonable times in 

order for AP2E to determine any defect in the Goods. In the event that adjustment, 

repair or replacement does not remedy the defect, the AP2E and Purchaser shall 

negotiate in good faith an equitable adjustment in the contract price which shall reflect 

the age and usage of the Goods. 

The warranty period for upgrades, accessories and parts shall cover a period of ninety 

(90) days from the date of shipment. Software licensed by the AP2E to the Purchaser is 

warranted for a period of one (1) year from date of delivery. During this one year 

period, all bugs documented to AP2E by the Purchaser will be fixed, free of charge, to 

the best of AP2E’s ability. 

AP2E’s responsibility does not extend to any item of the Goods which has not been 

manufactured and sold by the AP2E. Such item shall be covered only by the express 

warranty, if any, of the manufacturer thereof. The AP2E and its suppliers shall also have 

no responsibility if the Goods have been improperly stored, handled or installed, if the 

Goods have not been operated or maintained according to their ratings or according to 

instructions in AP2E or supplier-furnished manuals, or if unauthorized repairs or 

modification have been made to the Goods. 

THIS WARRANTY IS EXPRESSLY IN LIEU OF ALL OTHER WARRANTIES (EXCEPT TITLE), 

INCLUDING BUT NOT LIMITED TO IMPLIED WARRANTIES OF MERCHANTIBILITY AND 

FITNESS, AND CONSTITUTES THE ONLY WARRANTY OF AP2E WITH RESPECT TO THE 

GOODS. 

The foregoing states Purchaser’s exclusive remedy against AP2E and its suppliers for any 

defect in the Goods or for failure of the Goods to be as warranted, whether Purchaser’s 

remedy is based on contract, warranty, failure of such remedy to achieve its essential 

purpose, tort (including negligence), strict liability, indemnity or any other legal theory, 

and whether arising out of warranties, representations, instructions, installations or 

defects from any cause. 

PATENT INFRINGEMENT. AP2E shall at its expense and its option either defend or 

arrange for the defense of any suit or proceeding brought against Customer to the 
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:: AP2E:: 

extent that it is based upon a claim that the Equipment infringes upon a valid patent of 

the country in which the Equipment is to be initially installed, and AP2E shall pay all 

costs and damages therein awarded against Customer, provided in all instances that 

Customer promptly notifies AP2E in writing of such claim, suit or proceeding and gives 

AP2E full authority, information and assistance for the defense of such suit or 

proceeding. In the event that, in AP2E’s opinion, the Equipment appears to infringe 

valid claims of such patent, AP2E shall at its expense and at its option do one or more of 

the following: (1) procure for Customer the right to continue using such Equipment; (2) 

replace same with non-infringing equipment; (3) modify the Equipment so that it 

becomes non-infringing; (4) remove the Equipment and refund to Customer the 

Contract Price, less depreciation. The foregoing states AP2E’s entire liability for patent 

infringement of the Equipment. AP2E shall have the right to settle any claim referred to 

in this paragraph but shall have no obligation to pay any sum in settlement of such 

claims if such settlement is made without its consent. The foregoing shall not apply to, 

and AP2E shall have no responsibility respecting, infringement: (a) by the use of the 

Equipment in a manner or purpose other than that specified in the Proposal and 

Contract, or as later may be approved by AP2E in writing, or (b) by the use of the 

Equipment in a system not designed by AP2E, or (c) by the use of the Equipment for the 

practice of a method not designed by AP2E, or (d) by any Equipment manufactured to a 

design specified by the Customer.  

If any action or claim is asserted or brought against the AP2E based on a claim that the 

Goods provided by AP2E in compliance with the Purchaser’s specifications, or that any 

modification or any combination or any application of the Goods by persons other than 

AP2E, directly infringe any patent or proprietary rights of a third party then the defense 

and indemnity obligation stated above with respect to AP2E in the first paragraph of 

this article shall reciprocally apply with respect to Purchaser. 

THE FOREGOING STATES THE SOLE AND EXCLUSIVE LIABILITY OF THE PARTIES HERETO 

FOR INFRINGEMENT OR THE LIKE OF PATENTS, TRADEMARKS, COPYRIGHTS AND OTHER 

PROPRIETARY RIGHTS WHETHER DIRECT OR CONTRIBUTORY, AND IS IN LIEU OF ALL 

WARRANTIES, EXPRESS, IMPLIED OR STATUTORY IN REGARD THERETO, INCLUDING, 

WITHOUT LIMITATION, THE WARRANTY AGAINST INFRINGEMENT SPECIFIED IN THE 

UNIFORM COMMERCIAL CODE. 

SOFTWARE PROGRAMS LICENSE. When used in this article, the terms described below 

shall have the following meaning: 

• Equipment. The item(s) of hardware delivered hereunder, including but not limited 

to controllers, controls, interface units, and spare and repair parts. 

• Programs. Instructions (included in the Goods and delivered hereunder), in 

whatever form, for controlling the internal processing of the Equipment delivered 

hereunder including subsequent revisions, improvements or updates thereto 

listings, manuals, logic diagrams and flow charts provided by AP2E, but excluding 

those delivered under separate end user or other license agreement. 

• Use. When the program package contains a separate end user or other license 

agreement, the right to use is determined by that agreement. Otherwise, “Use” 

means a non-transferable and non-exclusive license to use the Programs solely with 

the Equipment purchased and designated hereunder to which the Programs are 

applicable, all in accordance with the terms of this License as stated above. 

• Modify the right of the Purchaser to develop or have developed by third parties for 

Purchaser’s internal use other application software programs which include any 

portion of a Program in any identifiable form. 
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:: AP2E:: 

AP2E hereby grants to Purchaser non-transferable and non-exclusive license (the 

“License”) to the Programs (as defined below) to (1) Use; and (2) Modify application 

software provided by the AP2E in its Proposal (if any) for Use with the Goods, all under 

the following terms and conditions. 

Programs are provided under this License for installation and Use on the controller, 

control interface unit or other Equipment identified by model and location in AP2E’s 

packing memo included with shipment of the Goods. 

Purchaser agrees not to provide or otherwise make available the Programs or copies 

thereof to anyone. 

Purchaser’s rights to copy Programs for its own use shall be limited to three (3) copies 

for archival purposes only. Copies in whatever form shall include all Licenser’s copyright 

and proprietary notices. In the event Purchaser wishes to Use Programs on equipment 

other than that listed above. AP2E shall (to the extent it then has sufficient rights and 

authority) grant Purchaser such as a license upon the same terms and conditions 

contained in this License and upon payment to AP2E of the then applicable fees (if any) 

and the giving of written notice to AP2E describing the additional equipment by model 

and serial number. Purchaser will not decompile, disassemble, or reverse engineer 

works based on any Program in whole or in part. 

The license granted herein is effective until Purchaser’s possession of the Equipment 

delivered hereunder to which the Programs are applicable ceases or until the License is 

otherwise terminated as provided herein. This license will automatically terminate: (a) 

upon any breach or default by the Purchaser in the performance of its obligations 

hereunder; or (b) if the Purchaser assigns, transfers, or attempts to assign or transfer 

this License or any of its rights or obligations hereunder without the prior written 

consent of the AP2E; or (c) in the event there is filed by or against the Purchaser and 

petition in bankruptcy or reorganization; or (d) the Purchaser assigns this License for 

the benefit of Purchaser’s creditors. 

Immediately upon termination Purchaser will, at AP2E’s sole discretion, either return 

the Programs and all copies, modifications and updates of any kind to the AP2E or 

destroy the Programs together with all copies, modifications and updates and certify in 

writing to AP2E that the Programs and all copies, modifications and updates have been 

destroyed. 

Title to each of the Programs and that portion of the modified programs (if any) 

containing identifiable portions of the Programs shall at all times remain with AP2E. 

Purchaser has no rights to sell, lease, sublicense or otherwise transfer Programs in 

whole, in part, or as part of modified versions, except as provided in this License. The 

Programs are confidential and proprietary to AP2E and AP2E’s Licensor(s) (where 

applicable). Purchaser shall, during the term of this License and after any termination of 

the rights hereunder, maintain the Programs in confidence and shall secure and protect 

them from disclosure and shall take action as are necessary to satisfy Purchaser’s 

obligations hereunder. Purchaser may disclose the Programs to its employees to the 

extent such disclosure is necessary to enable Purchaser to Use the Programs within the 

scope of this License. In the event Purchaser designates a third party to Modify any of 

the Programs for which a right to Modify is granted, Purchaser shall contractually in 

writing bind its third part designee to observe Purchaser’s obligations under the terms 

of their License, including confidentiality and protection of AP2E’s proprietary rights. 

Modified copies in whatever form shall include AP2E’s and/or AP2E’s licensors copyright 

and proprietary notices. Purchaser shall not remove, modify, or obliterate any patent, 

copyright or other proprietary rights notice contained on or in the Programs. 
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:: AP2E:: 

Purchaser agrees to disclose promptly to AP2E and grants to AP2E a non-exclusive, 

perpetual and royalty-free license to use, distribute, and modify any modifications or 

improvements in the Programs which are conceived by it or any third party designee 

pursuant to this License. Purchaser agrees to Use the licensed Programs and that 

portion of the modified programs containing identifiable portions of the Programs only 

as provided herein and only during the term of the License granted herein. Purchaser 

agrees that it will take appropriate action by instruction, written agreement or 

otherwise with its employees permitted access to licensed Programs or such modified 

programs to notify its employees, and to require their observance, of the obligations 

with respect to Use, reproduction and protection of Programs and AP2E’s proprietary 

rights. 

AP2E warrants that at the time of delivery, AP2E has sufficient rights to grant the 

foregoing license set forth herein. EXCEPT FOR THE EXPRESS WARRANTY STATED IN THE 

IMMEDIATELY PRECEDING SENTENCE, AP2E DISCLAIMS ALL CONDITIONS OR 

WARRANTIES WHETHER EXPRESS OR IMPLIED WITH REGARD TO THE PROGRAMS 

LICENSED HEREUNDER (INCLUDING THOSE WHICH ARE ROM RESIDENT) INCLUDING ALL 

IMPLIED CONDITIONS OR WARRANTIES OF MERCHANTIBILITY AND FITNESS FOR A 

PARTICULAR PURPOSE. All Programs are provided on an AS IS basis. 

PERFORMANCE: DELAYS. Timely performance by AP2E is contingent upon Purchaser’s 

supplying to AP2E, when needed, all required technical information and data, including 

drawing approvals, and all required commercial documentation. 

If AP2E suffers delay in performance due to any cause beyond its reasonable control 

including but not limited to act of God, act or failure to act of government, act or 

omission of Purchaser, war, fire, flood, strike or labor trouble, sabotage, or delay in 

obtaining from others suitable services, materials, components, equipment or 

transportation the time for AP2E’s performance shall be extended a period of time 

equal to the period of the delay and its consequences. AP2E will give to Purchaser 

notice in writing within a reasonable time after AP2E becomes aware of any such delay. 

DELAYED SHIPMENT: STORAGE. Any item of the Goods on which manufacture or 

shipment is delayed by Purchaser or by causes which affect Purchaser’s ability to 

receive the Goods may be placed in storage by AP2E for Purchaser’s account and risk, 

and Purchaser shall pay all charges for storage, trucking and other incidental expenses 

incurred by AP2E. In the event of delayed shipment, AP2E may invoice Purchaser upon 

completion of manufacture or upon date the Goods would have been ready for 

shipment. 

 

SHIPMENT, SUBSTITUTION, TITLE AND RISK OF LOSS. The term shipment means 

delivery to the first carrier in accordance with the delivery terms of this order. AP2E 

may make partial shipments. AP2E shall select method of transportation and route, 

unless terms are f.o.b. point of shipment and Purchaser specifies the method and route 

and is to pay the freight costs in addition to the price. When terms are f.o.b. destination 

or freight allowed to destination, destination means common carrier delivery point 

(within the continental United States, excluding Alaska) nearest the destination. 

AP2E reserves the right to substitute equipment of comparable quality or upgrades for 

Goods supplied hereunder. 

Title to the Goods (excepting title to the Programs) and risk of loss or damage shall pass 

to the Purchaser at the f.o.b. point. AP2E shall not be responsible for damage to the 

Goods after having received in good order receipts from the carrier. All claims for loss, 

damage and delay in transit are to be handled by Purchaser directly with the carrier. 
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:: AP2E:: 

Claims for shortages or incorrect items must be made in writing to AP2E within thirty 

days after receipt of shipment. Failure to give such notice shall constitute an unqualified 

acceptance and waiver by Purchaser of all claims for such shortages or incorrect items. 

TAXES. Any applicable duties or sales, use, excise, value-added or similar taxes will be 

added to the price and invoiced separately (unless an exemption certificate acceptable 

to AP2E is furnished). 

TERMS OF PAYMENT. Unless otherwise stated, terms of payment are net thirty (30) 

days. Payments shall be made in United States dollars, unless otherwise agreed, and a 

pro rata payment shall become due as each shipment is made. If shipment is delayed by 

Purchaser, date of notice of readiness for shipment shall be deemed to be date of 

shipment for payment purposes. 

On late payments, the contract price shall, without prejudice to AP2E’s right to 

immediate payment be increased by 1 1/2% per month on the unpaid balance, but not 

to exceed the maximum permitted by law. All collection and enforcement costs of 

whatever nature, including attorney’s fees incurred by AP2E, shall be borne by 

Purchaser. If at any time in AP2E’s judgment Purchaser is unable or unwilling to meet 

the terms specified, AP2E may require satisfactory assurance or full or partial payment 

as a condition to commencing or continuing manufacture or making shipment, and 

may, if shipment has been made, recover the Goods from the carrier, pending receipt of 

such assurances. 

NONCANCELLATION. Purchaser may not cancel or terminate for convenience, or direct 

suspension of manufacture, or delivery except with AP2E’s written consent and then 

only upon terms that will compensate AP2E for its engineering, fabrication, storage, 

purchasing and handling charges and any other costs relating to such cancellation, 

termination or suspension, plus a reasonable amount for profit. 

GOODS RETURNING FOR CREDIT. AP2E will not accept Goods for return unless an 

authorization for such return has been issued by AP2E in writing. Only Goods currently 

manufactured by AP2E and invoiced within the preceding twelve month period will be 

considered for return. If AP2E’s permission to return any Goods is granted, the amount 

of credit will be governed by the facts in each case. Credit issued for any item not 

returned in its original crate or carton will be subject to a deduction to compensate for 

crate or carton replacement. Special Goods fabricated to order are not returnable 

under any conditions. 

LIMITATION OF LIABILITY. NEITHER AP2E, NOR ITS SUPPLIERS, SHALL BE LIABLE, 

WHETHER IN CONTRACT, WARRANTY, FAILURE OF A REMEDY TO ACHIEVE ITS 

ESSENTIAL PURPOSE, TORT (INCLUDING NEGLIGENCE), STRICT LIABILITY, INDEMNITY OR 

ANY OTHER LEGAL THEORY, FOR LOSS OF USE REVENUE OR PROFIT, OR FOR COST OF 

CAPITAL OR OF SUBSTITUTE USE OR PERFORMANCE, OR FOR INDIRECT, SPECIAL, 

LIQUIDATED, INCIDENTAL OR CONSEQUENTIAL DAMAGES, OR FOR ANY OTHER LOSS OR 

COST OF A SIMILAR TYPE, OR FOR CLAIMS BY PURCHASER FOR SUCH DAMAGES 

RESULTING TO ANY THIRD PARTY. 

COMPLIANCE WITH LAWS. AP2E will comply with all laws applicable to AP2E during 

manufacture and sale of Goods. Purchaser will comply with all laws applicable to 

Purchaser in the purchase, operation or use of the Goods and Purchaser shall be 

responsible for securing and paying for any necessary registration, Licenses, permits or 

other requirements of any governmental bodies for Goods provided hereunder. 

Purchaser will comply with all applicable laws and regulations governing the export or 

re-export of any Goods, software or technical data including the obtaining of licenses, 

permits, and letters of assurance. 
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:: AP2E:: 

GOVERNING LAW AND ASSIGNMENT. The laws of France shall govern the validity, 

interpretation and enforcement of this contract. Assignment may be made only with 

written consent of both parties. Any attempted assignment or transfer of any of the 

rights, duties, or obligations of this contract without the prior written consent of AP2E 

shall be void. This Agreement shall inure to the benefit of and be binding upon the 

parties hereto and their respective successors and assigns and permitted assigns, 

provided however that this Agreement may not be assigned by any party hereto 

without the prior written consent of the other party hereto. 

SEVERABILITY. Each provision of these terms shall be deemed severable and, in the 

event that any part hereof is unenforceable in any action or proceeding, the parties 

direct that the balance be considered separate and distinct and enforceable as such.  

SERVICES. Unless otherwise specified, Services to be provided by AP2E, including 

without limitation programming and training, must be requested by Purchaser to be 

performed by AP2E within one year of delivery of Goods. Failure by Purchaser to 

request the AP2E to perform the Services within such one year period shall relieve AP2E 

of its obligation to do so.  

ENTIRE AGREEMENT. This agreement constitutes the entire agreement among the 

parties hereto with respect to the subject matter hereof and supersedes all prior 

agreements, understandings, representations or warranties, negotiations and 

discussions, whether oral or written among the parties hereto with respect thereto. No 

supplement, modification, waiver, qualification or termination of the Agreement shall 

be binding unless executed in writing by the parties to be bound thereby. 
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:: AP2E:: 

Section 4 – Principle of Operation 
 

 

INTRODUCTION The ProCeas ® is the most recent evolution of laser IR spectroscopy. 

A rapid positioning when compared to other laser IR spectrometry methods is: 

 

 TDLAS CRDS WS-CRDS OFCEAS 

Sensitivity 
Medium (metric 

pathlength) 

High 

(kilometric Pathlength) 

p2p noise (1 scan) 10-4 to 10-6 AU 4.10-10 AU 

Cross Response Some cross response 
No Cross 

response 

Dynamic Range limited 
ppb to 100% 

4 OD Linearity 

Multi-component no no no YES 

Self-Referencing 

(no re-zero) 
no no YES YES 

Self-Stabilizing 

(no drift) 
drifts drifts Drifts NO DRIFT 

Sample 

conditioning 
required required required NONE 

 

In that regard, OFCEAS as integrated in the ProCeas ® product line position itself as 

the most evolved laser IR spectrometer on the market. 

 

Additionally and because of its multi-components analysis capabilities, the ProCeas ® 

also positions itself as a valid alternative to other measurement techniques such as 

Fourier Transform Infrared (FTIR) spectrometry, Gas Chromatography and Gas 

Chromatography – Mass Spectrometry. 

 

When compared to these other techniques, the ProCeas ® can offer similar multi-

components analytical capabilities, while also providing improved sensitivity, 

complete lack of cross response, ease of implementation and use (no sample 

conditioning), stability (no re-zero required; no drift experienced) while requiring no 

consumable (carrier gases, etc.) 
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:: AP2E:: 

SPECTROSCOPY Spectroscopy techniques consist of the study of how light (electromagnetic 

radiations) is altered when interacting with matter (molecules). From that 

information, chemical information pertaining to the composition of the sample is 

derived. This information can be both qualitative and quantitative. 

 

A story about energy        ___ 

 

Whenever a molecule is impinged with light (an electromagnetic radiation with an 

energy defined by its wavelength), it absorbs this energy and undergoes a quantum 

transition from one energy state (Einitial) to another (Efinal). 

The frequency (ν) of that incident radiation and the energy of transition (E = Efinal - 

Einitial) are related to each each by Planck’s Law: 

E = Efinal - Einitial = h.νννν 

 

If the expression above is true, then the radiation is absorbed. 

The frequency (wavelength) of the electromagnetic radiation(s) absorbed provides 

us with chemical structure information, eventually leading to molecules 

identification. 

The amount of electromagnetic radiation absorbed at that (these) frequency(ies) is a 

quantifiable amount, eventually leading to molecules quantification. 

 

Spectral Ranges         ___ 

 

The frequency of the incident electromagnetic radiations can vary from 106 to 1020 

Hz. 

 

 

Types of Spectroscopy        ___ 

 

Different frequencies are associated to different levels of energy. These levels of 

energy can be grouped in several families (e.g. microwave, infrared, UV-visible, etc 

…) based upon the type of transitions they induce in molecules. 

Selection of a type of spectroscopy essentially consists of selecting the type of 

transitions that we wish to observe. 

More specifically, if we wish to observe transitions … 

… from one rotational energy level to another, then we must select radiation 

sources and detectors that will operate in the microwave range of the 

electromagnetic spectrum (~ 1010 – 1012 Hz). The technique is called “Microwave 

Spectroscopy.” 

… from one vibrational energy level to another, then we must select radiation 

sources and detectors that will operate in the infrared range of the 
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:: AP2E:: 

electromagnetic spectrum (~ 1013 – 1014 Hz). The technique is called “Infrared 

Spectroscopy.” 

… resulting from the alteration of the configuration of the valence electrons in the 

molecule, then we must select radiation sources and detectors that will operate 

in the ultra-violet and visible range of the electromagnetic spectrum (~ 1015 Hz). 

The technique is called “UV-Vis Spectroscopy” or “Electronic Absorption 

Spectroscopy.” 

 

IR SPECTROSCOPY Infrared spectroscopy is the technique that relies upon the observation and study of 

vibrational energy transitions in molecules. 

Infrared radiations (i.e. radiations carrying energies capable of inducing vibrational 

transitions in molecules) are defined as radiations with … 

… wavelengths ranging from 0.8 to 1,000 µm. 

… wavenumbers ranging from 12,500 to 10 cm-1 

… frequencies ranging from 4.0*1014 to 3.2*1011 Hz 

 

 

Far-, Mid- and Near IR        ___ 

 

The infrared region of the electromagnetic spectrum is further divided into three 

parts: 

• Far-Infrared (400 – 10 cm-1; 25 – 1,000 µm) 

The FIR region covers the range of molecular rotation energies. As these 

energies are extremely weak, rendering sampling very difficult, this technique is 

typically confined to the laboratory. 

• Mid-Infrared (4,000 – 400 cm-1; 2.5 – 25 µm) 

The MiR region covers the range of fundamental energies of molecular 

vibrations. This is the spectral of choice for analytical chemistry by infrared 

spectroscopy; the molecular compositional information is abundant and clearly 

resolved. So distinctive is this information that this region is often called the 

fingerprint of the infrared spectrum. This region is particularly useful for gas 

phase analysis. 

• Near-Infrared (12,500 – 4,000 cm-1; 0.8 – 2.5 µm) 

The NIR region covers the range of overtones and recombinations of the 

fundamental vibration energies observed in the MIR. This region is very 

information intensive and often requires complex mathematical treatment to 

access to the molecular compositional information of the sample analyzed. 

However, NIR spectroscopy has often been the method of choice for many 

industrial applications of IR spectroscopy due to the intensity of these 

radiations’ energy which allows beam penetration on a millimetric to 

centimetric scale, thus simplifying considerably spectroscopic sampling 

engineering solutions for process type applications. 
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:: AP2E:: 

IR Absorbing Molecules       _________ 

 

The fact that a molecule vibrates does not insure that the molecule will exhibit an IR 

spectrum. 

Only molecules with a vibrational motion producing a change in the dipole moment 

of the molecule will exhibit an IR spectrum. 

E.G.: 

• Ammonia has a clear dipole moment and presents several IR absorbing features 

corresponding to the changes in dipole moments when stretching, wagging, and 

scissoring of the N-H single bonds occur. 

• Molecular Nitrogen, despite naturally occurring stretching of the N=N double 

bond, has no dipole moment when this stretching occurs and therefore exhibits 

no IR absorbing features. 

• Carbon dioxide, a planar molecule with no permanent dipole moment, still 

exhibits strong IR absorbing features because of the creation of non-zero dipole 

moments during naturally occurring bending of the O=C=O bonds. 

 

 

Specificity of IR         ___ 

 

The wavelength of the radiation absorbed by an IR active molecule is extremely 

specific to the atomic composition. 

A molecule exhibits an infrared absorption only when the above-referenced 

equation Efinal - Einitial = h. νννν is true. In a diatomic functional group A-B, The actual 

value of Efinal depends mostly of 2 parameters:  

• the force constant for the bond between A and B; and 

• the respective masses of atoms A and B. 

Whenever the nature of A and B, changes, so do the force constant for the bond 

(main contributor) and the atomic masses involved. Efinal is different for each A-B 

functional group. 

If (Efinal - Einitial) changes, h being a constant value, ν, the frequency of the incident 

radiation causing the IR activity must change in order to maintain the equality of 

terms. 

Each molecular functional group or molecule therefore exhibits IR activity(ies) at 

unique wavelengths. For instance: 

 

 H-F H-Cl H-Br H-I 

IR Absorption @ 3,958 cm-1 2,885 cm-1 2,559 cm-1 2,230 cm-1 
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:: AP2E:: 

Types of vibrations        ___ 

 

Several types of vibrations inducing changes 

in dipole moments (and therefore making the 

molecular bond infrared active) can be 

observed, including asymmetric and 

symmetric stretching (for di-atomic bond 

structures), bending (for tri-atomic bond 

structures.) 

Each type of vibrational transition occurs with 

when a different level of radiation energy is 

absorbed. This means that a single molecular system (e.g. H-O-H) will present 

several absorption bands at wavelengths 

(frequencies) corresponding to the radiation 

with the level of energy for which the 

equation E = Efinal - Einitial = h. νννν is true. 

In the case of the water molecule, three absorption bands are observed in the MIR: 

 

 

OPTICAL FEEDBACK 

CAVITY ENHANCED 

ABSORPTION 

SPECTROSCOPY 

(OFCEAS) 

Discovery; Intrinsic Advantages 

 

OFCEAS was developed by Dr. Daniele Romanini (1), one of the original discoverers of 

the phenomenon of Cavity Ring Down (CRD.) After experimenting with Continuous 

Wave Cavity Ring Down Spectroscopy (CW-CRDS) using distributed feedback tunable 

diode laser (DFB-TDL) (2), Dr. Romanini and his colleagues from the Université Joseph 

Fourier, Grenoble, France discovered and patented (3) the spectroscopic advantages 

of feeding back the laser signal into itself, enabling mode locking of the hyper-

reflective cavity (gas cell) and the laser source. The metrological advantages of this 

new technique are multiple (4): 

 

 Improved sensitivity. 

The use of a resonating 

cavity – a multipath gas cell 

using hyper-reflective 

mirrors – enables pathlength 

up to 10 km (Fig. 1). Internal 

volume of the gas cell is ca. 

20 mL, enabling T90 (time 

required to achieve carry-

over efficiency of 90%) of a 

few seconds, depending of 

gas sample flow rate. 

 

 

 

 

 

Multipass gas cell. Pathlength = 1-10 m 

 

 

Hyper-Reflective Gas Cell (Mirrors Reflectivity ~ 99.999%). 

Pathlength = 1 – 10 km 

 

Figure 1   multipath gas cell vs. hyperreflective gas cell. 

Pathlengths comparison 
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:: AP2E:: 

 

Increased Signal Intensity, 

Reduced Signal Noise and 

Improved Linearity of 

Instrumental Response. 

 The feedback phenomenon 

discovered by Dr. Romanini 

et al. increases the purity of 

the laser source. It was 

experimentally 

demonstrated (4) that the 

bandwidth of a standard continuous DFB laser is reduced from 1 MHz to 10 KHz. As 

the Lavoisier’s Law of Energy Conservation applies in this case, all energy that was 

originally distributed over a 1MHz bandwidth is now concentrated in a beam of only 

10 KHz of bandwidth. The net result is an increase of 10X in signal intensity (Fig. 2). 

Elimination of most of the laser beam noise (i.e. energy radiated at wavelengths 

different from the target emission wavelength) translates into measured single scan 

(100 milliseconds) noise levels only 4.10-10 Absorbance Units. Lastly, the increase of 

purity of the laser beam injected in the cavity yields a measured instrumental 

response linearity of 4 orders of magnitude for direct intensity measurements. 

 

 

Direct intensity 

measurement of a 200 data 

points continuous 

spectrum. 

The use of the hyper-

reflective cavity is initially 

meant to increase 

pathlength (and therefore 

sensitivity) to the kilometric 

scale. OFCEAS relies on 

direct intensity 

measurement rather than 

the estimate of a ring-down 

time. A varying current is 

applied to the temperature 

controlled laser source, enabling the tuning of the laser to the frequencies of 

resonance modes of the cavity. This technique enables the collection of 200 

intensity data points distributed in an equidistant manner in the wavelength domain 

in 100 milliseconds (Fig. 3). When using a ca. 1500 nm DFB laser, the spectrum 

collected is characterized by a true optical resolution of 0.00112 nm (ca. 0.005 cm-1). 

NO 

FEEDBACK 

Bandwidth = 1 MHz 

Intensity = 1 X 

FEEDBACK 

Bandwidth = 10 KHz 

Intensity = 10 X 

Figure 2   Laser beam bandwidth reduction & intensity increase 

 

Figure 3   OFCEAS high resolution 200 data points spectrum 
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:: AP2E:: 

Self-stabilization and self-

standardization 

Self stabilization of the 

spectrometer is a direct 

consequence of the laser 

feedback and subsequent 

mode-locking phenomenon. 

The modes (resonance 

frequencies) of the hyper-

reflective cavity are distributed 

– in a typical configuration of 

the device – every 152.272 

MHz. As current applied to the 

DFB laser is increased and the 

laser emission frequency increases proportionally, the feedback of the laser from 

the cavity enables early lock on to and late release from of the laser emission 

frequency to the cavity mode (Fig. 4), hence stabilizing the signal over approximately 

500 microseconds (self-stabilization of the source to the mode of the cavity). Self 

standardization – the property of OFCEAS enabling the device to operate from very 

long periods of time without re-calibration or even re-zero – is enabled by 

technological means such as the inclusion of a self-referencing photodiode, 

measurement of a cavity ring down time every 100 milliseconds after the collection 

of a full direct intensity spectrum, and use of a piezzo-electric motor controlled 

return mirror for real-time phase synchronization of the source and feedback 

signals. 

 

 

 

Early Applications - Climatology and Glaciology. 

OFCEAS was originally 

applied to climatology and 

glaciology endeavors, 

focused on the detection of 

trace gases in the (lower 

and upper) atmosphere as 

well as the analysis of trace 

amounts of gases trapped in 

ice core samples. The 

literature is abundant on the 

subject. Several papers 

report the use of the 

technology for isotopic 

ratios determinations. For instance, in 2006, Kerstel et al. (5) reported airborne 

precisions during tropospheric flight conditions of 0.1%, 0.3%, and 0.9% for the 

stable isotope ratios δ18O, δ17O and δ2H of water molecules, respectively for water 

concentrations of about 600 ppm with 10 seconds of signal integration (Fig. 5.) 

 

 

Figure 4   OFCEAS mode-locking phenomenon. 

 

figure 5   spectrum of isotopic species of H2O 
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:: AP2E:: 

In 2008, Wehr et. Al (6) 

reported a precision of ± 

0.07% and an absolute 

accuracy of 0.09% for the in-

situ measurement of the 
13C:12C ratio in CO2. In terms 

of accuracy, Kaiser et al. (7) 

compared the response of 

an OFCEAS against a gas 

phase chromatograph for 

the measurement of 

atmospheric CO; for an 

average CO concentration of 

170 ppb, they reported a bias between GC and OFCEAS measurements of -8.7 ± 3.8 

ppb. In a 2008 presentation, Romanini (8) clearly demonstrated the full, extremely 

high resolution spectrum advantage of the technique, presenting a single laser 

OFCEAS spectrum suited for the simultaneous measurement of CO, H2O, CH4 and 

NH3 (Fig. 6). 

 

As applied to the 

measurement of CH4 and 

N2O in ice core samples, 

Chappellaz (9) reports ±3σ 

precisions as low as 1 ppbv 

for N2O (1 minute signal 

integration) and 300 ppt for 

CH4 (also 1 minute 

integration). Lastly, 

Romanini (10) tested the 

OFCEAS for instrumental 

response drift; the results of 

an collaborative study he 

conducted with the CEA-

CNRS Saclay, France) on the 

measurement of atmospheric CH4 demonstrated that, over a period of 11 days 

during which the OFCEAS was neither re-calibrated nor re-zeroed, whereas the 

reference GC was recalibrated every 30 minutes, the absolute deviation between 

OFCEAS and reference method over the 11 day period was ± 20 ppb (3σ) (Fig. 7). 

 

 

  

 

Figure 6   single laser spectrum of 4 chemicals 

 

Figure 7   11-day accuracy and drift test results 



ProCeas ® Trace Gas Analyzer – Reference Manual  

Section 4 – Principle of Operation 

9 

 

 

:: AP2E:: 

Bibliography: 

(1) Daniele Romanini home page: http://www-lsp.ujf-

grenoble.fr/infos_pratiques/fiches_identites/ride.html 

(2) Romanini D., et al. “Diode Laser Cavity Ring Down Spectroscopy.” 1997, Chemical Physics Letters, 

270(5), pp. 538-545. 

(3) French Patent WO 03/031949 A1. “Laser Device Coupled to a Cavity by Optical Feedback for 

Detecting Gas Traces.” 

(4) Morville J. Kassi S., Chenevier M, Romanini D. “Fast, Low-Noise, Mode-by-Mode, Cavity Enhanced 

Absorption Spectroscopy By Diode Laser Self-Locking.” 2005, Appl. Phys. B., 89, pp. 1027-1038. 

(5) Kerstel E.R.T., Inannone R.Q., Chenevier M, Kassi S., Host H.J., Romanini D. “A Water Isotope (
2
H, 

17
O, 

18
O) Spectrometer Based on Optical Feedback Cavity-Enhanced Absorption for In-Situ 

Airborne Applications.” 2006, Appl. Phys. B., 85, pp. 397-406. 

(6) Wehr R., Kassi S., Romanini D., Gianfrani L. “Optical Feedback Cavity-Enhanced Absorption 

Spectroscopy for In-Situ Measurements of the ratio 
13

C:
12

C in CO2.” 2008, Appl. Phys. B., 92, pp 

459-465. 

(7) Kaiser C., Schmidt M., Lavric J. “First Results of CO Analyzers Tested at LSCE.” Integrated Carbon 

Observation System (ICOS) Atmospheric Stations Instrumentation Workshop, 17-18 Nov. 2008. 

(8) Romanini D. et al. “OFCEAS Recent Results: CO, N2O, CH4 Trace Analysis.” Integrated Carbon 

Observation System (ICOS) Atmospheric Stations Instrumentation Workshop, 17-18 Nov. 2008. 

(9) Chappellaz J. “Proposal for Precise CH4 and N2O measurements by CFA and Optical Detection on 

the Field at NEEM 2010.” 2009 NEEM Gas Consortium Meeting, Copenhagen, 8 November 2009. 

(10) Romanini D. et al. “Cavity-Enhanced Absorption Spectroscopy with Optical Feedback; Atmospheric 

Trace Detection. CH4 and H2O Isotopes, Reproducibility, Linearity, Aircraft Measurements” 

Integrated Carbon Observation System (ICOS) Atmospheric Stations Instrumentation Workshop, 

17-18 Nov. 2008. 

 

 

  



10 ProCeas ® Trace Gas Analyzer – Reference Manual 

Section 4 – Principle of Operation 

 

 

:: AP2E:: 

LOW 

PRESSURE  

SAMPLING 

Low Pressure Sampling for Ease of Industrial Implementation and Analytical 

Performance Improvement 

A high performance analytical technique is always welcome for the use in process 

applications such as ammonia slip measurement, CO monitoring in burners or H2S 

measurement in hydrocarbon matrices. However, it only is part of the total solution. 

Another critical aspect of the metrological application is sampling. 

A novel sampling technique 

is proposed to reduce 

implementation and 

maintenance costs without 

sacrificing analytical 

performances: placing the 

entire sampling line (from 

the sampling probe to the 

measurement gas cell) 

under reduced pressure 

(100 mBar). This is achieved 

using a sampling probe 

containing a sonic nozzle 

and a relatively inexpensive 

(ca. $1,000) vacuum pump 

capable of maintaining pressures of 100 mBar at flow rate of 0.11 to 0.33 scfm. (Fig 

8.) 

 

No Condensable 

By operating at low 

pressure, the boiling point 

and dew point of 

condensable is reduced. It 

was demonstrated in the 

field that no sample 

conditioning was required 

to sample post-SCR 

emission gases at a trash 

incinerator. This meant 

that only a 4/6 line (4 mm 

ID; 6 mm OD) of a polymer material was required to bring the sample (initial 

temperature > 200ºC) to the instrument located approximately 100 meters away. As 

allowed by the thermodynamic conditions under which the sample was placed (Fig. 

9), the line was not heated despite the presence of 15% vol. H2O in the sample. 

  

 

Figure 8   Sampling probe with sonic nozzle 

 

 

Figure 9   Water phase diagram and thermodynamic operating 

conditions for the OFCEAS technology 
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Accelerated Sample Transfer Rate 

By operating under vacuum, and despite a low flow rate at atmospheric pressure at 

the sampling point (0.11 – 0.33 scfh), the sample is greatly accelerated within the  

entire transfer line. This technique preserves short sample transfer times (ca. 5 

seconds for every 3 meters of 4/6 transfer line at 0.2 scfm initial flow rate). It also 

was observed that the life cycle of steel wool filters was greatly extended. 

 

No Cross Response 

Lastly, operating at low 

pressure significantly 

narrows the bandwidth of 

the IR absorption bands, 

enabling superior selectivity 

of the spectroscopy method. 

This was clearly 

demonstrated by the 

authors (18) when collecting 

the spectra of a mixture of 

H2S (ppm), CO2 (% vol.) and 

CH4 (% vol.) at pressures ranging from 100 to 800 mBar. Figure 10 clearly illustrates 

the absorption band narrowing phenomenon, enabling clear selectivity of the 

measurement (removal of false positive responses.) 

 

 

 

ProCeas ® Integration General Concept: 

 

 

 

 

Figure 10   Narrowing of absorption bands with decreased 

pressure (H2S ~ 300 ppm; CO2 ~ 33%; CH4 ~ 29%; balance = N2) 
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Section 5 – Installation 
 

 

GENERAL Generally speaking, the ProCeas® system comprises four (4) distinct components: 

1. Sensing Module or Main Module; 

2. Sampling Probe; 

3. Pumping Module (extractive sampling); In some application it can be 

installed in the Sensing Module  

4. Sample Transfer line. 

 

The general layout of installation for a ProCeas ® is: 

 

 

1. Sampling Probe 

2. Sample Transfer Line (low pressure) 

3. Standards Transfer Line (1 bar); blow back 

line for unclogging. 

4. Standard (1 bar) 

5. Activated Coal Filter 

6. Membrane Vacuum Pump 

7. Sample Exhaust (gas disposal must comply 

with all applicable rules and regulations) 

8. Oil-free, dust-free compressed air (< 6 bar) 

A. 100-250 VAC 50/60Hz 

B. USB Port 

C. RJ45 / RS232 / RS485. ModBus / 

JBus. OPC Server optional. 

D. Analog (4-20 mA) outputs - 

Optional 

The ProCeas ® is designed to fit in a standard 19” rack (4U). 

In addition to the OFCEAS components, it includes: 
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• An electrical connection to the main power outlet, including fuse (use of a 

power surge protector is recommended); 

• Gas sample input and output connectors; 

• Service gases inputs (compressed air for blow back unclogging and input for 

validation / re-certification gases); 

• A color touch screen for local display of results and control of I/O’s; 

• A built-in computer with local storage capacity of 30 days. 

 

The sampling module is a separate assembly that will is installed at the control point. 

Its construction depends on application, and might slightly differ from one system to 

another.  

 

The sampling probe is connected to the instrument by means of a sample transfer 

line; recommended dimensions for the sample transfer line are 5/32” ID and 1/4” 

OD. Material for the sample transfer line and other specific requirements are 

determined for each application on an individual basis. 

Sample intake flow rate at the control point typically is 3-9 l/hr. (0.11 – 0.33 scfh). 

However, when inside the low pressure sampling line, the sample apparent flow rate 

is accelerated in inverse proportion to the drop of pressure; e.g. if operating at 100 

mBar inside the sampling module, the apparent flow rate will be 0.5 – 1.5 l/min. 

Very low intake flow rate allows to minimize maintenance requirements on the 

sampling probe filter; e.g. a stream containing 1,000 mg / m3 particulate matter 

sampled at 3 l/hr will only deposit 25 g or particulate matter in the filter after one 

(1) year of continuous use. 

 

TOOLS Tools required for installation of the ProCeas ® are: 

• 9/16” flat wrench; 

• 1/2" flat wrench; 

• Tools required for sampling probe installation (application specific) 

 

PRE-INSTALLATION Pre-installation requirements for the ProCeas ® are: 

 

• Mechanical Considerations       ___ 

 

The ProCeas ® is designed to fit in a standard 19” rack (4U). It should be 

installed on a flat surface as a shelf or alike. Front panel mounting holes are 

only designed to hold on the module, not to withstand the whole weight. 

See below if External pumping module is present. 

 

• Environmental Considerations      __ 

 

The ProCeas ® must be placed in a dry and clean location. It is imperative to 

avoid direct exposure to rain and other precipitations. It is recommended to 

avoid direct exposure to sunshine and to maintain a reasonably dust free 
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environment to limit unnecessary maintenance on the 19” rack cooling fan 

filters. 

 

• Temperature Considerations      ___ 

 

The ProCeas ® standard sensing unit is designed for optimum operation between 

15 and 35°C (59-95F). As an option, the ProCeas® can be configured for 

operation between 10 and 40°C (50-104F). Consult accompanying 

documentation to identify your ambient temperature operational configuration. 

The standard sampling probe is designed for operation at temperatures of less 

than 400°C (~ 750F) inside the stream. Additional optional configurations include 

temperature ratings up to 1,260°C (2,300F). Consult accompanying 

documentation to identify the temperature rating of your sampling probe(s). 

The sample transfer line does into require heating in most application. The lower 

ambient temperature limit for operation of the low pressure sample transfer 

line is application specific and mostly depends of the dew point of condensable 

in the line. For instance, if the sample contains 5% vol. H2O(g) and that the entire 

sample flow circuit is operate at 50 mBar, the sample transfer line can be 

operated without special consideration at any temperature above -11.7°C 

(10.9F). 

 

• Pressure Consideration      _________ 

 

The ProCeas is designed for operation placed at ambient pressure. Components 

have not been qualified for operations at high pressure. 

The pressure inside the entire sampling line (sampling probe, sample transfer 

line, hyper-reflective gas cell and up to the membrane vacuum pump) are 

specific to your application. Consult accompanying documentation to identify 

operational pressure inside the sampling module. 

 

• Power Requirements       ___ 

 

The ProCeas ® standard power requirements are: 220-250 VAC; 50Hz; 2A. 

Optional configuration available is 100-130 VAC; 60 Hz; 2A. Consult 

accompanying documentation to identify power requirement specifications of 

your unit. 

The vacuum pump power requirements are 220-250VAC; 50Hx; 0.75A. Optional 

configuration available is 100-130VAC; 60Hz; 0.75A. Consult accompanying 

documentation to identify power requirements of your vacuum pump. 

If the use of a traced sampling line is required (application specific), consult 

accompanying documentation to identify sampling line heating components 

power requirements. 

It is recommended to provide independent power outlets as well as surge 

protection for each electrical module. 
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• External Pumping Module (Extractive Sampling)  ___  ___ 

 

The vacuum pump must be installed as close to the 19” rack containing the 

sensing unit as possible. It is recommended to: (1) allow for less than 1.2 m (4 ft) 

of line between the 19” rack exhaust port and the vacuum pump inlet port 

(including length of the filter cartridge); (2) place the vacuum pump either at the 

same level or preferably below the 19” rack containing the sensing unit; and (3) 

place the module horizontally on a flat surface. 

 

• Compressed Air Requirements      ___ 

 

Access to oil-free, dust-free 2-6 bar compressed air is recommended. 

Compressed air will be used for two functions: (1) sampling probe primary filter 

cleaning [blow back]; and (2) protection of the entire flow circuit – especially the 

hyper reflective gas cell sub-assembly – in case of catastrophic failure of the low 

pressure sampling module; If a significant increase in pressure in the system is 

detected, all sub-modules of the entire low pressure sampling module are 

isolated from each other using automatically activated electro-valves right after 

the entire flow circuit has been purged of any noxious / corrosive gases by 

emergency compressed air blow back. 

 

• Data I/O’s Considerations       ___ 

 

Standard communication I/O’s for the ProCeas ® is Ethernet (RJ45) ModBus. 

Additional I/O modules include, but are not limited to: RS232, RS485, JBus, OPC 

Server and 4-20 mA analog. Other I/O’s are available on request. 

Each ProCeas ® data I/O’s configuration is unique and was designed for your 

specific requirements. Consult accompanying documentation to confirm data 

I/O’s configurations in the annex. 
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DIMENSIONS The ProCeas ® dimensions are: 

• Height: 177 mm (6.97”) 

• Width: 484 mm (19.05”) 

• Depth: 577 mm (22.72”). Add 30 

mm (1.18’’) for fitting and at least 

50 mm (2’’) for tubing at the back 

of the Main Module 

• Weight: 17-25 kg (37-55 lbs) 
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CONNECTIONS Except for a repeat USB port located on the front of the 19” rack next to the touch 

screen, all connections (I/O; Power; Gases) of the ProCeas ® are found on the back of 

the analyzer. Tube fitting back plate may vary in position, but fitting relative 

positions (A, B, C, D, E) are the same as below. 

They are: 

 

 

 

1. USB 2.0 port 

2. VGA output (or RS485 ModBus 

output – optional) 

3. RJ45 (Ethernet) ModBus output 

4. Power connector. 

A. Sample gas inlet port 

B. Standard gas and blow back 

compressed air outlet port 

C. Standard gas inlet port 

D. Oil-free, dust-free compressed (< 

6 bars) air inlet port 

E. Sample gas outlet port 

 

- A - Sample gas inlet. ¼” Stainless Steel Swagelok. 

This is the connecting point for the sample transfer line coming from the 

sampling probe – none is required if an internal sampling probe is provided 

– see specification. Construction is stainless steel unless provided otherwise. 

Standard sampling line is a 1/4” OD PFA line; depending on the application 

the material for the sample line may vary, but not the dimension which is 

precisely specified for the low pressure extractive sampling conditions for 

your application. 

Fastening instructions (as per Swagelok): tighten by hand, and then using a 

9/16” wrench, tighten an additional 1/8 of a turn. 

 

- B - Exhaust port for standard gases and compressed air (blow back unclogging 

safety) – optional. ¼” Stainless Steel Swagelok. 

This is the connection between the 19” rack sensing unit and the sampling 

probe inlet port for standard gases injection. Standard sampling line is a 

1/4” OD PFA line; depending on the application the material for the sample 

line may vary, but not the dimension which is precisely specified for the low 

pressure extractive sampling conditions for your application. 

Fastening instructions (as per Swagelok): tighten by hand, and then using a 

9/16” wrench, tighten an additional 1/8 of a turn. 
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- C - Inlet port for standard gases – optional. ¼” Stainless Steel Swagelok. 

This is the connection point for input of the calibration / validation / zero / 

span / re-certification gases. See §7 Calibration for more detail. 

Fastening instructions (as per Swagelok): tighten by hand, and then using a 

9/16” wrench, tighten an additional 1/8 of a turn. 

 

- D - Inlet port for compressed air. ¼” Stainless Steel Swagelok. 

This is the connection point for input of the oil-free, dust-free compressed (< 

6 bar) air. 

Fastening instructions (as per Swagelok): tighten by hand, and then using a 

9/16” wrench, tighten an additional 1/8 of a turn. 

 

- E - Sample gas outlet. ¼” Stainless Steel Swagelok. 

This is the connecting point for the 1/4” OD tubing linking the 19” rack 

sensing unit to the activated coal filter. As a reminder, the entire exhaust 

line (from 19’ rack exhaust port to vacuum pump) should be longer than 2 

meters. 

Fastening instructions (as per Swagelok): tighten by hand, and then using a 

9/16” wrench, tighten an additional 1/8 of a turn. 

 

- 1 - USB 2.0 port. 

This port can be used for: (1) connecting a USB key to retrieve data stored 

locally [the ProCeas can store 30-90 days worth of real-time data locally]; (2) 

connect a USB mouse – particularly useful if an external monitor is 

connected to the CRT-VGA port; and (3) to up-load software and firmware 

upgrades. 

USB key, USB cables and USB mouse are not provided with the instrument. 

This connection is generally reported in front of the instrument. 

 

- 2 - VGA port (standard) or RS485 port (optional) 

This port can be configured either as a CRT-VGA port to connect an external 

monitor (standard) or as an RS485 port (optional). The advantage of using an 

external screen is mostly for troubleshooting application as it may be 

required to make observations on many different parameters only 

accessible to service accredited personnel. 

Neither a CRT cable nor a serial cable are provided with the instrument. 

 

- 3 - Ethernet – ModBus connector port (RJ45) 

This is the default and primary data out port for the instrument. Protocol is 

ModBus TCP/IP. Also, this allows the ProCeas to be integrated as a node in a 

network; this feature can be particularly useful to transmit data in real time 

to a centralized data electronic repository or to remotely access the 

instrument for service. Ethernet cable is not provided with the instrument. 
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- 4 - Power connector (includes fuse) 

The ProCeas must be connected to a power outlet (either 220-250VAC 50Hz 

or 100-120VAC 60Hz; consult the documentation accompanying your 

instrument. 

A country-specific standard power cord is provided with the instrument. 

The use of an additional power surge protector is recommended 

 

 NOTE : if an external Pump is present, a 3 point circular connector is added on the 

back panel. This connector should be plugged to the pump power cord. 

 

PUMP MODULE The ProCeas ® operates a low pressure, a unique and patented advantage enhancing 

analytical performances and reducing operational costs. The differential in pressure 

between ambient and the inside of the sampling module is obtained using a 

membrane vacuum pump. 

  

 For some application, the pump is inside the Main Module. Therefore, in this case, 

no pump module is provided. Otherwise, the pump is provided with tubing and a 

power/control wire. This wire should be plugged to the circular connector on the 

backplate. 

 

The membrane vacuum pump is provided with two (2) filter cartridges and an 

appropriate length of tubing.  

 

Two lines of tubing are provided: 

 

• A ¼” OD black line of tubing labeled “IN” with a brass connector. This line 

must be connected to the appropriate port (sample gas outlet) of the 19” 

rack. Fastening instructions (as per Swagelok): tighten by hand, and then 

using a 9/16” wrench, tighten an additional 1/8 of a turn. 

 

• A ¼” OD black line of tubing labeled “OUT” and without any connector. This 

line can be used to exhaust the sample and dispose of it according to all 

applicable safety and legal rules and regulations. 
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SAMPLING PROBE Description        ___ 

 

The ProCeas ® relies on a novel type of sampling probe, essentially providing the 

dew point reduction and sample flow rate acceleration of a standard dilution probe, 

but without requiring an actual dilution gas, saving on consumable, maintenance 

and improving accuracy of the 

measurement. 

The entire probe is placed inside 

the gas stream and is therefore at 

the same temperature than the 

gas stream itself.  

The sampling is adapted to the 

application. For dry or low vapor 

concentration, the probe is 

composed of a sonic nozzle and a 

7 µm porous metal filter. 

 

For high vapor concentration or media which could condensate, and industrial 

application, a more complete probe is used: From intake point to the end of the 

probe, the components of the probe are: 

• Gross mesh filter to prevent the largest particulate matter to plug the 

sampling probe and/or contaminate the instrument. This gross mesh filter is 

self cleaning (to some extent); self cleaning naturally occurs as a 

consequence of flow rate differential between the very low sample intake 

flow rate (3-9 l/hr; 0.11-0.33 scfh) and the stream flow rate. It also can be 

cleaned by blow back on a regular basis (manual or scheduled automated 

compressed air blow back). 

• Fine mesh capable of stopping PM2. Due to the very low intake flow rate (3-

9 l/hr), only extremely small amounts of particulate matter will accumulate 

in this filter; e.g. a particularly dirty stream containing 1,000 mg/m3 of 

particulate matter (emissions of a heavy fuel fire heater) will deposit only 25 

g of particulate matter less than 2µm in size over a 1-year period of 

continuous (24/7) use. For most applications, maintenance on the PM2 fine 

mesh filter only is a yearly maintenance operation. 

This filter is made of fused silica wool and has a temperature rating 

exceeding 1,000°C (1,832F). 

• Hypersonic nozzle. This is the interface point between control point pressure 

and low pressure of the sampling module. This is also at this interface that 

increase of sample flow rate (inversely proportional to the drop in pressure) 

occurs. 

• Mounting collar. 

• Sample transfer and standard gas / compressed air blow back stainless steel 

lines. 
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Dimensions          

 

 

 

 

 

Installation          

The sampling probe must be installed directly into the stream or inside a bypass 

containing the gas sample with the same composition and at the same temperature 

than the gas in the stream. The entire probe must be at the same temperature than 

the gas at the stream to avoid condensation. 

In the case of installation in stream with high concentration of condensable gases, it 

is highly recommended to slightly tilt the probe downwards by 10 ± 0.5 ° as 

illustrated below: 
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Connection to the sample transfer line and standard gas / compressed air blow back 

line 

 

The shortest (50.8 mm; 2.0”) of the two stainless steel 1/8” tubes must be connected 

to the ‘Sample Gas Inlet’ port of the 19” rack. 

The longest (88.9 mm; 3.5”) of the two stainless steel 1/8” tubes must be connected 

to the ‘Standard Gas / Blow Back Compressed Air Outlet’ port of the 19” rack. 

 

Both stainless steel 1/8” tubes must then be connected to the ¼” OD sample transfer 

and sample transfer / compressed air lines. 

 

NOTE: in the rare case where condensable concentrations are too high and/or 

ambient temperatures are too low, it is required to use a traced line. 

However, temperature regulation required only is at 40°C (104F). Access to 

an additional power outlet is then required as well to heat the line and 

maintain it above dew point for the condensable of interest in the 

application. 

 

 

  

2 stainless 

steel tubes 
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COMPLET

FLOW 

CIRCUIT 

Standard ProCeas ® complete flow circuit diagram 

 

 Port A  -  Sample Inlet Port  

Port B  -  Standard / Compressed Air Outlet Port (Process configuration only) 

Port C  -  Standard Gas Inlet Port (Process configuration only) 

Port D  -  Compressed Air Inlet Port (Process Configuration only) 

Port E  -  Sample Outlet Port 

 

 

 
1
/8“ Stainless Steel tubing 

 
1
/8“ PFA tubing 

 
1
/8“ PVC tubing 

 Gas flow direction 

 
Sonic nozzle 

 
Filter 

 
Proportional electro-valve 

 
3-way electro-valve 
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Section 6 – Start-Up 
 

 

GENERAL Your ProCeas ® Trace Gas Analyzer is a rugged analyzer with low maintenance. 

    

The ProCeas ® includes a built-in computer (Window ® XP ®) running the ProCeas ® 

application software. For improved ease of use, all functions required for routine 

operations, maintenance and service are accessible using a touch screen computer 

display conveniently located on the front of the instrument. The Human Machine 

Interface (HMI) heavily relies on the use of easily recognizable icons for minimum 

learning curve. 

A detailed description of these functions is proposed in this chapter. 

 

 

 

FIRST START Once the ProCeas ® is installed in its rack or other type of housing and that all flow 

circuit connections have been completed, secured and verified, it is time to power 

up the analyzer for the first time. The vacuum pump should be powered up at the 

same time. 

When first started, the ProCeas ® must stabilize in temperature (40-45°C depending 

of your application) and in pressure (typically 50 to 150 mBar, depending on your 

application). 

Stabilization in temperature for first use may take the longest, especially if the 

analyzer is operated in a colder environment. It is recommended to wait at least 2 

hours to let the system stabilize its temperature (regulated at ± 0.1°C) before using it 

for measurement. 

 

Complete Start-Up Procedure       ___ 

 

A. Power up the vacuum pump. If internal pump is provided, skip this point. 

 

B. Power up the ProCeas ® using the switch located in the back of the 19” rack. 

The built-in computer will boot up and the Main Menu (default display) will 

appear within one minute from power-up. Default mode is “Routine 

Measurement”; you therefore will start seeing measurement results 

displayed on the screen; however, these results are not to be trusted until 

temperature and pressure have had the time to stabilize at their method-

specific set values. 

 

C. Visually monitor temperature and pressure on the Main Menu displayed by 

default on the built-in monitor. Let the instrument stabilize for at least 2 

hours before starting any measurements. 
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SOFTWARE ProCeas ® Software Logic       ___ 

 

 

 

  

MAIN MENU

ROUTINE

ANALYSIS

TOOLS

AVANCED 
TOOLS

ALARMS

DATA 
STORAGE

• VIEW REAL-TIME RESULTS / MONITOR SAMPLE TEMP. & PRESSURE 

• SET DATE / TIME 

• ACCESS AJUSTMENT AND CALIBRATION TOOLS 

• VIEW RESULTS (GRAPHS & PLOTS) 

• DATA MANAGEMENT & LOCAL STORAGE : TRANSFER DATA TO USB PORT / 

USB KEY 

 The ProCeas ® can store data locally for up to 30 – 90 days, depending on the 

application and the amount of data type saved. If data stored locally are not transferred 

on a regular basis, they will be erased (oldest first). 

• DIAGNOSTIC TOOLS. 

• ACCESS PROTECTED BY PASSWORD TO AP2E CALIFIED REPRESENTATIVE 

• MANAGE ALL ALARMS 

o VISUALIZE ALARMS (STATUS ; THRESHOLD ; ACTUAL VALUE) 

o ACKNOWLEDGE EXISTING ALARMS 

o CHANGE ALRMS SETTINGS 
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Main Menu         ___ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

This page (Main Menu) is the default display page for the instrument. It displays at a 

glance all information that the user needs immediate access to: 

1. Real-Time Results (large display) 

2. Instrument Status 

3. Alarms (if any) 

4. Sample temperature & Pressure 

 

Also, all functions of the ProCeas ® software package can be easily accessed from 

this main menu. Once the sub-function (sub-menu) has been called, simply validate 

your new selection or cancel selection to automatically return to the Main Menu. 

 

Real-Time Analysis 

View 

Graphs & Plots 

Data Storage 

USB Port Data Transfer 

Management Advanced tools 

(Password Protected) 

Diagnostics 

Instrument Status 

Alarm Display Area 

Real-Time Analysis 

Results Display 

Gas Calibration Access 

Date / Time 

Display Area 

Sample Gas Temperature and Pressure 

Real-Time Display 
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:: AP2E:: 

 

VIEW REAL TIME RESULTS GRAPHS AND PLOTS. 

The default display for real-time results visualization is the alpha-

numerical display containing the chemical’s abbreviated formula and 

the actual concentration. 

This virtual button is a toggle switch allowing to view the real-time 

results as SPC charts for the last hour of operation. This function is 

different from viewing historical data. 

  

 

DATA STORAGE MANAGEMENT / DATA TRANSFER TO USB KEY 

Select this icon to transfer the data stored locally on the instrument to 

an external USB key. Once data have been transferred, it is 

recommended to erase the data transferred. 

CAUTION: data backup using the external USB key is recommended 

every 30-90 days at most, depending on how much data and the type of 

data that are saved. Not doing so will lead to having the instrument 

erasing the oldest data to write new data over them. 

  

 

DIAGNOSTICS 

Select this icon to view diagnostic information on the analyzer. 

 

  

 

ADVANCED TOOLS 

 

Access reserved to factory and factory certified technical personnel. 
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:: AP2E:: 

 

ANALYZER STATUS / ALARMS 

The icons (displayed on the Main Menu) provide immediate feedback 

on the analyzer status and any alarms that may occur. 

Setting alarm thresholds is done at the “System” user level, an access 

level that is password protected. 

If an alarm is displayed (Red “X”), simply press on the icon to display the 

nature of the alarm. The alarm can be of two types: 

• Analyzer Alarm. The threshold for analyzer alarms are set at the 

factory and cannot be modified by the user, regardless of the user 

privileges. Identify the cause of the alarm from the diagnostic 

menu, then first review the FAQs section of this document. If you 

cannot identify a remedy from the FAQ’s section, please contact 

immediately your ap2e accredited service center. 

• Analysis Alarm. The thresholds for analysis alarms are set by the 

user with “System” level privileges. It is the sole responsibility of 

the user to take appropriate actions to correct their process to 

remedy to the cause of the alarm. AP2E cannot be held 

responsible for user-set alarms set values nor can it be held 

responsible for any action taken in reliance on that data. 

  

 

DATE / TIME 

Date and time are always displayed on the main menu. These values 

will be used to time stamp the results stored locally and sent by digital 

I/O. 

To change Date/Time, select the icon and manually change date / time. 

  

 

SAMPLE TEMPERATURE & PRESSURE 

This display of sample temperature and pressure is found on the main 

menu. To toggle between alpha-numerical display and SPC chart, simply 

select the “VIEW REAL TIME RESULTS GRAPHS AND PLOTS” icon. 

Sample Temperature and Pressure values cannot be edited; these are 

”read-only” data. These values are recorded with the results stored 

locally and sent by digital I/O. 

Sample temperature and pressure conditions are specific to your 

method / application and are critical to the quality of the analysis. 

Alarms set values are set at the factory and cannot be modified by the 

end-user, regardless of the privilege level. 

  

 

REAL TIME RESULTS AND CALIBRATION ACCESS 

This alpha numerical display of the real-time results of the multi-

component analysis can be found on the Main (default) menu of the 

analyzer. To toggle between alpha-numerical display and SPC chart, 

simply select the “VIEW REAL TIME RESULTS GRAPHS AND PLOTS” icon. 

Analysis real-time results cannot be edited; these are ”read-only” data. 

These results are stored locally and sent by digital I/O. 

Alarms set values are set by the user with “system” privileges; action(s) 

taken by the end-user on these results are the end-user sole 

responsibility. 

CALIBRATION window is accessed by selecting one of the displayed gas 

– click on the name of the molecule – see §7. CALIBRATION for detailed 

procedure.  
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:: AP2E:: 

Graphs & Plots          

 

From the Main (default) Menu, select the “GRAPHS & PLOTS” to toggle the display 

from alpha-numerical to that of an SPC chart. One (1) hour worth of analysis results 

is displayed. 

To return to the alpha-numerical display, select the “GRAPHS & PLOTS” icon again. 

 

 

 

 

 

 

Data Local Recording         

 

 

Depending on the number of components analyzed and the 

type of data selected for local storage, 30 to 90 days worth of 

analytical results (refresh 10x per second) can be stored 

locally. 

In additional to the mandatory fields of analytical results, data/time stamp and 

temperature/pressure information, the end-user can select to also save the raw 

signal information. This feature can be particularly useful if regulatory and/or SOP’s 

require full traceability of the measurement; by storing the raw signal information of 

the OFCEAS, all results can be re-calculated and results verified as a post-processing 

action. This feature also can prove useful in identifying process issues in post 

processing mode. 

 

CAUTION: the internal storage capacity of the analyzer is limited. Depending 

on the amount of data stored at the rate of 10Hz and assuming continuous use of 

the analyzer, the local storage capacity limits will be reached in 30 to 90 days. Once 

that point is reached (or after 6 months in case of non-continuous use of the 

analyzer), oldest data will be overwritten.  
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:: AP2E:: 

Diagnostics and Validation        

 

 

 

 

  

 

 

 

 

 

Select this icon to access fundamental diagnostic functions for the ProCeas ® and/or 

calibration (re-certification / validation) functions. For the latter, the entire 

procedure is detailed in the “VALIDATION / CERTIFICATION” section of this 

document. 

Access to these functions requires at least “Maintenance” user level privileges and is 

password protected. 

 

For diagnostic purpose, three (3) types of tools are available: 

 

1. Graphs. Provides access to spectrum information. 3 types of spectra 

can be visualized in real time: (1) raw spectra; (2) pre-

treated spectra; and (3) final spectra. 

 

2. Lists. Provides access to real time analysis results and statistical 

analysis results such as Min/Max; Average and Standard 

Deviation. These statistics are updated in real time. 

 

3. Analytes Provides access to individual gases information. Select any 

one gas to display real-time alpha numerical results for this 

gas, or 1-hour SPC chart for this gas. This is also the entry 

point for the calibration / re-certification / validation menu. 

 

  

Display area 

Tool Type : 

• Graphs 

• List 

• Analytes 
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:: AP2E:: 

“GRAPHS” TOOL INTERFACE 

 

 

 

 

 

 

 

 

 

 

 

To navigate the “GRAPHS” Tool Interface, just select which real-time graph you want 

to observe. Choices are: 

 

 

(Raw) Spectrum 

Select this tab to display the real-time raw spectrum signal as well as 

the reference (traceable calibration) spectrum. 

This diagnostic is particularly useful to verify that there is sufficient 

signal intensity to provide a reliable measurement. 

Raw spectra are not stored by default, but this option can be 

selected for full measurement traceability. Nevertheless, it is a 

memory consuming task which reduced ProCeas® memory 

capacities. 

  

 

 

Pre-treated and Reference Spectra 

Select this tab to display real-time pre-treated spectrum as well as 

the stored reference (traceable calibration) spectrum. 

This diagnostic allows to verify the integrity / quality of the OFCEAS 

spectrum before it is fitted and used to compute analysis results. It 

can be particularly useful to identify signal saturation problems if the 

concentration in the various analytes measured exceed the range for 

which the analyzer was calibrated. 

The pre-treated spectra are systematically stored locally on the 

system. 

  

  

TABs Navigation Menu 

to select the type of 

graph to display. 

Graph real-time 

display area. 

Results alpha-

numerical display X-Axis unit 
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:: AP2E:: 

 

Symmetry and Bandwidth 

This option is an advanced OFCEAS spectroscopy diagnostic on the 

raw spectrum signal. 

Theoretically, symmetry of the bands must be absolute (yielding a 

null difference when compared to the reference spectrum) and 

bandwidth must be constant. 

  

 

 

Spectrum Fitting and Baseline 

This option is an advanced OFCEAS spectroscopy diagnostic on the 

raw spectrum signal. 

This graph displays the real-time spectrum and the baseline. 

  

 

 

Spectrum Fitting, Baseline and Residual 

Similar in calculations to the “Spectrum Fitting and Baseline” 

diagnostic tool, this particular graph also displays a residual 

spectrum calculated as the difference between the pre-treated 

spectrum and the reference spectrum (computed from traceable 

reference spectra). 

The residual must be as close to zero for the entire spectrum as 

possible (but for the intrinsic noise of the measurement) 

  

 

 

Ring-Down Time 

The ProCeas ® is a direct measurement IR laser spectrometer. The 

full 200 data points spectrum is collected by applying a varying 

current to the diode laser, thus shifting sequentially its emission 

wavelength to match 200 consecutive resonance modes of the 

hyper-reflective gas cell. 

At the end of each 200 data-points collection cycle, the DFB laser is 

very briefly pulsed to measure a ring-down time. Although the 

length of the pulse (OF/ON cycle) is not long enough to allow the 

DFB laser to cool off to the point of changing its emission 

wavelength, it nevertheless allows to measure, 10x per second, a 

ring down time. This systematic diagnostic is part of the self-

validation procedures of the ProCeas ® analyzer as it allows to verify 

pathlength (and therefore integrity of the measurement) 10x per 

second. 
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:: AP2E:: 

“LIST” TOOL INTERFACE 

 

 

 

The “List” tool interface enables access to real-time alphanumerical display of the 

chemical analysis results and associated statistics, also updated in real-time. 

The fields displayed are: 

• Name name of gas measured + measurement unit information. 

• Value real-time analysis result for the gas. 

• Min minimum gas concentration (since initial start-up) 

• Max maximum gas concentration (since initial start-up) 

• Avg average gas concentration (since initial start-up) 

• Std standard deviation of the mean gas concentration (for 

the last 1 hour) 

• Filter signal treatment filters status (reserved for factory 

service) 
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:: AP2E:: 

“ANALYTES” TOOL INTERFACE 

 

 

 

The “Analytes” tool interface enables access to individual gases information and to 

the calibration / certification / validation menu for each gas. 

Selecting an “Analyte” (e.g. NH3 in this example) provides access to the following 

menu: 

 

 

 

 

 

 

 

 

 

 

 

 

Detailed description of screens and fields is: 

 

 
Gas Name / Unit 

Displays the name of the gas analyzed and the concentration unit in 

which results are reported. 

The ⊳ and � arrows can be used to navigate from one gas to the 

next, avoiding to have to go back to the “List” tool menu to select 

another gas. 

  

 

  

Gas name and 

concentration unit 

Analysis Results 

Statistics 

Close gas-specific 

window. 

Gas-specific analysis results 

display (1-hour worth) 

Results alpha-

numerical display 

Access to calibration 

functions 
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:: AP2E:: 

 

Gas-Specific Results SPC Display 

Provides graphic display of gas analysis results for the last hour for a 

specific gas. 

At the bottom of the graph is an alpha-numerical display of results at 

any time during the last hour. To view an analysis result at any time 

during the last hour, just select the point in time on the curve and 

alphanumerical result for that point in time will be displayed at the 

bottom of the screen. 

  

 

 

Analysis Results Statistics 

Statistics on the analysis of a specific gas since start-up of the 

analyzer are displayed in this region of the screen. 

They are:  MOY  =  Average concentration observed 

  MIN  =  Minimum concentration observed 

  MAX  =  Maximum concentration observed 

  ECT    =  Standard Deviation for observed conc. 

  

 

 

Access to Calibration / Certification / Validation 

Selecting this button provides access to the sub-menu allowing to 

change slope and bias correction factors for the calibration. 

For each gas, slope and bias can be modified through this sub-menu: 

 

 

 

It is not the preferred way to calibrate. Please refer to the 

“Calibration” section of this document for detailed operative 

instruction. 
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:: AP2E:: 

Status / Alarms        ___ 

 

When operating within specified parameters (spectroscopy / 

analysis), the ProCeas ® Main Menu displays a “green” status. 

 

Whenever a fault occurs, whether related to ProCeas ® intrinsic 

operation or related to a user-defined gas concentration alarm, 

the ProCeas ® Main Menu displays a “red” status. 

 

Regardless of the status of the analyzer, select the icon to access the detailed alarm 

menu of the analyzer software: 

 

 

 

 

 

 

 

 

 

 

 

  

Alarm Parameters Monitored 

Alarm Status 

Scroll Alarms List 

Close Window 

Select Specific 

Parameter 

Edit Alarm Thresholds 

Acknowledge Alarm after proper 

corrective measures have been taken 
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:: AP2E:: 

 Select Alarm Parameter Type 

Alarms are categorized as: 

• “Gas” Alarms. 

Includes all alarms relevant to the proper operation of the 

OFCEAS spectrometer (hardware, spectrometry and 

chemometrics). These alarms are factory set and cannot be 

changed. 

• “Temperature / Pressure” Alarms 

Sample temperature and pressure alarms. Proper 

temperature and pressure (as defined for your application) 

are critical to the quality of the analysis. These alarms, 

specific to your application, are factory set and cannot be 

changed. 

• “User-Defined” Alarms. 

These alarms include all user-defined parameters that 

require monitoring. Alarms definitions and threshold set 

points are user-defined. 

  

 

 

 

Parameters and Alarms Status Main Display 

This screen displays all parameters monitored (both factory and 

user-defined) and their status. 

Alarm status of parameters monitored can be: 

���� GREEN parameter is within set threshold values. Status is 

then reported as “BAS” (“Low”) 

���� RED parameter exceeds set threshold values. Status is 

then reported as “HAUT” (“High”) 

� GRAY parameter is not currently monitored 

Upper limit thresholds are also indicated in this table. To modify 

user-defined alarm thresholds, select the “Parameters” button to 

go to the Alarms Configuration menu. 

 

 

 

 

Acknowledge an Alarm 

To acknowledge and de-activate an alarm (of course after the 

cause of the alarm has been remedied): 

• Use the � and � scroll arrows to select (highlight) the 

alarmed parameter. 

• Select the “Acknowledge” button to stop the alarm. 

CAUTION: if the cause of the alarm has not been properly 

corrected, the alarm will be triggered again within 1 second of the 

acknowledgement. No analysis should be performed if any of the 

analyzer intrinsic functions is alarmed. 

If the alarm triggered is a user-defined alarm (e.g. gas 

concentration high threshold exceeded), the user may elect to 

continue the analysis until the process is brought back to normal. 
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:: AP2E:: 

Alarms Configurations        ___ 

 

Access to the Alarms Configuration panel is allowed by selecting 

the “Parameters” button of the “Status / Alarm” window. 

 

This opens the following window: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Detailed description of screens and fields is: 

 

 

Scroll Navigation 

Use the � and � scroll arrows to select (highlight) a parameter to 

modify (edit) for the alarm type selected. 

 

  

 

 

Edit / Validate / Cancel / Exit 

Once an alarm parameter has been selected (highlighted) using the 

� and � scroll arrows, you can first edit the values for the 

parameter. Selecting this option opens a pop-up alphanumerical 

keyboard to input new alarm values. 

Once new alarm set point values have been entered, you must select 

with “Validate” to accept the new set point values or “Cancel” to 

cancel the modification. You must select on of these two options to 

be allowed to continue. 

 

 

Scroll Navigation 

Edit Alarm Parameters 

Cancel / Validate New Alarm Value 

Alarm Parameters List (inclusive) 
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:: AP2E:: 

 

Information on Alarm Parameters Display 

The Alarm Parameter display list all parameters currently monitored 

on the analyzer for the alarm selected. 

In this example, (parameter = NH3 concentation), the editable fields 

are: 

• ALARM NAME self-descriptive. 

• DELAY set delay (seconds) between first 

observation of alarm condition and 

notification. 

• MODE Select “YES” if the alarm must be manually 

acknowledged and de-activated 

Select “NO” is the alarm if only for 

indication and will self deactivate once the 

alarm condition disappears. 

• ACTIVE Define whether the alarm is active (status ���� 

or ����) or inactive (not monitored, status �) 

• HYSTERISIS a hysteresis is defined as the lagging of an 

effect behind its cause. This parameter is 

linked to the “DELAY” set above. Values for 

HYSTERISIS and their consequence are: 

“INACTIVE” – no delay in alarm trigger. 

“LOW � HIGH” – alarm triggered after set 

DELAY when the values go up. Select this 

option for High Threshold Alarm Detection 

only. 

“HIGH � LOW” – alarm triggered after set 

DELAY when the values go down. Select this 

option for Low Threshold Alarm Detection 

only. 

“LOW � HIGH” – alarm triggered after set 

DELAY when values go either above or 

below set thresholds. Select this option for 

both High and Low Threshold Alarm 

Detection. 

• ID Select the parameter monitored (in this 

Case NH3 ppm) 

• LOW Low threshold set point; express this value 

using the same measurement unit than used 

for measuring the parameter (e.g. ppm for 

NH3 in this case) 

• HIGH High threshold set point; express this value 

using the same measurement unit than used 

for measuring the parameter (e.g. ppm for 

NH3 in this case) 
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:: AP2E:: 

Section 7 – Certification & Validation 

 

 

GENERAL This section of the document does not explain how to calibrate the ProCeas ®. 

Each ProCeas® Trace Gas Analyzer is calibrated at the factory for your application 

and to your exact specifications as they were disclosed to us prior to custom 

manufacturing this product. 

Once in the field, ProCeas® analyzers experience no drift in instrumental zero 

response and are self-referencing (a consequence of the direct measurement 

approach, collecting full 200 data points spectra.) 

The linearity of the ProCeas® is set and absolute. It cannot (and should not) be 

modified, ever. 

 

This section simply offers a means to implement existing validation and re-

certification procedures, whether mandated by regulations or internal SOPs, for gas 

phase analysis. 

 

The advantage of having access to this option is that you can continue utilizing 

validation and/or re-certification procedures as you have been used to for your 

application, thus saving the time and money that would be required to develop new 

protocols and/or demonstrate that the ProCeas® responds to a different set of 

analytical performance re-certification than all other gas analyzers. 

 

A secondary advantage is that you can implement these tests of validation / re-

certification in confidence, as allowed by the exceptional stability and reliability of 

instrumental response of the ProCeas®. 

 

PARAMETERS Two parameters can be modified: 

 

 GAIN (Slope): this is the response slope of the ProCeas® for the gas. Ideally the gain 

is equal to one (1.00). It should be modified with the calibration procedure using an 

appropriate standard.  

 

 OFFSET (Bias) : this value is added to the final result of the concentration calculation. 

It can be positive or negative. It is set at zero when the apparatus is delivered.  

 It is customer’s responsibility to decide to modify or not this value.  

 

 

SELECT STANDARDS A validation / re-certification process consists of injecting known gases (chemical 

nature, purity and concentration) in the system to verify accuracy and linearity of 

instrumental response. In some cases, other chemometrics parameters may require 

being validated as well (cross response, instrumental response drift, etc.); for these, 

the basic procedures described in this section can be easily adapted. 
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:: AP2E:: 

This section deals strictly with the analysis of one gas standards (customarily known 

as “span”) to validate / re-certify the ProCeas ® accuracy and instrumental response 

linearity for a given gas. 

 

Selecting gases is the first critical step in this operation, especially if your application 

requires the measurement of trace-level gases. Standard gas selection 

considerations are: 

 

Ideally, the concentration of gas to be analyzed in the “span gas” standard should be 

equal to the highest concentration of the calibration range for which your ProCeas ® 

was configured. Using a standard “span gas” at the maximum concentration in the 

range will allow maximum accuracy in there-certification / validation procedure. 

 

If it is not possible to find a “span gas” that meets that concentration requirement, 

several cases must be considered. However, in all these case, use of this approach 

may affect negatively the intrinsic accuracy of the ProCeas ® analyzer; 4 cases may 

be considered: 

 

CASE 1 – SPAN GAS CONCENTRATION > 70-80% OF FULL SCALE 

 

It may be generally acceptable (although not optimum) to use a span gas with a 

concentration equal to at least 70-80% of full scale of the calibration range. The 

statistical impact of the inaccuracies generated by using such standard span gas on the 

re-certification / validation of the accuracy and linearity of instrumental response may 

only be negligible. 

 

 

CASE 2 - SPAN GAS CONCENTRATION > 50-70% OF FULL SCALE 

 

It is generally not acceptable to use a span gas with a concentration equal to 50-70% of 

full scale of the calibration range. The statistical impact of the inaccuracies generated by 

using such standard span gas on the re-certification / validation of the accuracy and 

linearity of instrumental response will not be negligible. 

It is recommended to use such gas only for informal (non regulatory or SOP’s mandated) validation of 

the measurement. 

You should not use such span gas for a formal validation / recertification. 

 

 

CASE 3 – SPAN GAS CONCENTRATION < 50% OF FULL SCALE 

 

It is absolutely not acceptable to use a span gas with a concentration less than 50% of 

full scale of the calibration range. The statistical impact of the inaccuracies generated by 

using such standard span gas on the re-certification / validation of the accuracy and 

linearity of instrumental response will be large. 

It is also recommended to not use such gas for informal (non regulatory or SOP’s mandated) validation 

of the measurement. 

You should never use a span gas with concentration less than 50% of calibration full scale. Modifying 

bias and/or slope of the calibration curve based on the use of such gas will lead to erroneous 

responses. 
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:: AP2E:: 

CASE 4 – SPAN GAS CONCENTRATION > FULL SCALE 

 

It is not acceptable to use a span gas with a concentration greater than 100% of full 

scale of the calibration range. The statistical impact of the inaccuracies generated by 

using such standard span gas on the re-certification / validation of the accuracy and 

linearity of instrumental response may be significant. 

Such gas may be used for informal (non regulatory or SOP’s mandated) validation of the measurement, 

if the instrumental response is not saturated; this can be assessed quickly by monitoring the raw 

spectrum and pre-treated spectrum response in real-time: saturation will result in the cresting of the 

absorption bands. 

You should not use a span gas with concentration greater than 100% of calibration full scale. Modifying 

bias and/or slope of the calibration curve based on the use of such gas may lead to erroneous 

responses. 

 

APPARATUS For proper implementation (i.e. implementation without bringing sample delivery 

errors into the final measurement) of the validation / re-certification procedure, you 

must control both pressure and flow rate of standard gas delivery very precisely. 

Imprecision in the delivery flow rate and/or pressure of the standard 

gas (“zero gas” or “span gas”) will carry-over to the final measurement, 

resulting in a decreased analytical performances of the ProCeas ® 

 

 

Recommended minimum list of material before implementing the validation / re-

certification procedure is: 

 

1. A standard gas (see definitions / qualification above.) It is recommended 

that standard gases to have been manufactured as recently as possible 

(e.g., if validating a trace-level CO calibration, you must be sure that 

there is no Nickel Carbonyl in the CO standard) and to have been stored 

according to the manufacturer’s specifications.  

 

2. Pressure and flow rate controllers. 

- Pressure controller should be calibrated for atmospheric pressure 

and qualified for the highest possible resolution relevant to the 

accuracy of the measurement. 

- Flow rate controller should be calibrated for 10 l/hr (full scale) with 

the highest possible resolution relevant to the accuracy of the 

measurement. 

 

3. ¼” OD Stainless Steel or, in some cases PFA tubing with ¼” female 

stainless steel or brass Swagelok connectors. If dealing with very low 

level concentration of chemically reactive gases and/or if adsorption of 

the chemical of interest (e.g. NH3) on the walls of the stainless steel or 

PFA tubing is known or even suspected, you must switch to Silcosteel® 

coated standard gas transfer tubing(1). 

 

4. 9/16” wrench. 

 

(1) : Silcosteel® is a Restek Performance Coating. Please refer to Restek Corporation for details.  
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:: AP2E:: 

OPERATIONAL LOGIC The operational logic of a validation / re-certification procedure for gas phase 

analysis is: 

 

 

  

CONNECT  STANDARD GAS BOTTLE TO 
THE PROCEAS SAMPLING SYSTEM

SELECT  "CALIBRATION" MODE IN THE 
PROCEAS SOFTWARE

(see below) 

ADJUST SLOPE (GAIN) AS NEEDED

DISCONNECT  STANDARD GAS BOTTLE  
FROM PROCEAS SAMPLING SYSTEM

RECONNECT COMPRESSED AIR

EXIT SW VALIDATION MODE

RESUME ROUTINE ANALYSIS OPERATIONS

NO 

YES 
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:: AP2E:: 

GAS CONNECTIONS Standard Gas Connection Port & Procedures     ___ 

 

 

CAUTION 

Before connecting / disconnecting a gas line, always: 

� Shut off the gas input valves 

� Let the gas contained in the line slowly drain out to a 

proper disposal apparatus 

 

 

 

Depending on the application, the connection types are different: 

If no sampling line is present, connect the gas bottle into port A. Be sure to place a 

“T”  in between the standard bottle output and the ProCeas® input. See scheme 

below 

 

If sampling is just a tube and a sonic nozzle + filter, do as above. 

 

If sampling line is present, with blowback and sampling probe, connect the gas 

bottle into port C. 

 

Once the proper standard gas inlet port has been identified, sequentially proceed as 

follows: 

 

A. Secure the line into the analyzer Swagelok port. 

 

B. Open the input valve. 

 

C. Using the pressure regulator affixed to the standard gas bottle, set gas flow with 

pressure valve: the flow must be high enough so gas is slightly flowing out of the 

“T” (around 2 to 3 L/h).  

 

D. Proceed to calibration. 

 

Once the recalibration / validation / re-certification of the instrumental response is 

complete, disconnect the standard gas according to all customary and regulatory 

requirements.  
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:: AP2E:: 

PROCEDURE Select Calibration Mode        ___ 

 

 

On the main menu, select the gas you want to recalibrate by clicking on its chemical 

formula. The calibration window should appear.  

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Gas measured 

Standard definition zone 

Actual Gain and 

Offset/biais values 

Real-Time measure display 

zone 

New Gain and Offset value 

(to be validated) 

New parameter validation 

command 

Automatic gain calculation 

command 

Close gas calibration 

windows 
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:: AP2E:: 

Set GAIN (Slope)        ___ 

 

STEP 1 

� Select the Standard zone to indicate the 

standard concentration (in the same unit as 

the gas displayed). 

 

 

STEP 2: 

� Enter the standard concentration and 

validate. 

 

 

STEP 3: 

� Wait. The measure is going to stabilize – 

from 3 to 5 minutes.  

�  

 

STEP 4:  

� Click on “Calculate”. The system is going to 

modify the GAIN so measure matches 

entered concentration. 

 

WARNING: the OFFSET value is taken into 

account for this calculation. One should 

take care of this OFFSET to know 

how/when it should apply and the 

consequence on the measurement. 

 

 

 

STEP 5: Decision Making 

� If the value reported by the instrument is 

satisfying, “Validate” and “Close”. 

The GAIN should remain between 0.9 and 

1.1 as a basis. If this value is lower than 0.9 

or higher than 1.1, the calculated value is 

displayed in red. Additional validation is 

then required. 

 

Then you can proceed alike for the next gas. 

 

Note: the new value is applied 1 minute 

after validation. 

 

 

� If the value reported is not satisfying: 

o Make sure there are no instruments 

alarms. If there are alarms, correct / 

remedy to the cause of the alarms, then 
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resume the entire operation. 

o Verify connection, pressure and flow. 

Make sure there is no leak except the 

“T” exhaust. 

o Verify the accuracy certificate of the 

standard gas. 

o If you judge that there could be no 

other source of error than the 

instrument itself and want to change 

slope / bias parameters, proceed to do 

so. 

 

Set OFFSET (or Bias)        ___ 

 

OFFSET can be set as well as GAIN using the same procedure. OFFSET is not generally 

used for the ProCeas®, and should not need to be adjusted. Nevertheless, one might 

want to do so. It is customer choice to do so. Please, let AP2E know about it if you 

consider AP2E expertize.  

 

STEP 1 

� Note the actual GAIN value. 

 

 

STEP 2: 

� Enter this GAIN value and the OFFSET you 

have determined.  

To do so, click on the previous value in the 

“New Calibration” zone.  

A new window with numeric keyboard 

appears. Enter the values and validate. 

 

 

 

 

STEP 3: 

� Click on “Validate”. The new OFFSET is 

taken into account after 1 minute. 

 

 

WARNING: If one decide to change the OFFSET value, it might be necessary to verify the impact on the 

measure with a standard.  

 

 

Multiple Calibrations        __ 

 

If your ProCeas ® is calibrated for the measurement of more than one (1) compound, 

simply repeat the above operations as many times as there are gases measured. 
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Return to Routine Operation         

 

The first step to be taken to return the instrument to routine operations mode is to 

disconnect the standard gases. 

 

First of all, close the input valve, and let the pressure go down to atmospheric 

pressure. 

 

If working with the environmental configuration of the analyzer (no sampling 

probe): 

A. Disconnect the calibration gas from the Sample Inlet Port. 

B. Return the software to the Main Menu and visually confirm that all 

measured parameters return to their expected level in ambient air. 

 

If working with the process configuration of the analyzer (sampling probe in process 

stream): 

A. Disconnect the calibration gas from the Standard Gas / Compressed Air 

Inlet Port. 

B. Reconnect the compressed air input to the Standard Gas / compressed 

Air inlet. Verify that connection and pressure are nominal. 

C. Return the software to the Main Menu and visually confirm that all 

measured parameters return to their expected level in your stream. 
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:: AP2E:: 

Section 8 – Maintenance 
 

 

GENERAL  Your ProCeas ® Trace Gas Analyzer is a rugged analyzer with low maintenance. 

  

 These operations are mainly cleaning, automated as much as possible. 

Otherwise, alarms are set to indicate when maintenance is necessary. Some 

operations are more complex and might need more time and/or material.  

  A detailed description of these operations is proposed in this chapter. 

 

Please, before any maintenance, read the whole procedure to make sure you 

have all the furniture and everything is fully understood. 

Contact AP2E if a part or further explanations are required. 

 

 

 

LIST OF OPERATIONS 

 

Basic Maintenance        ___ 

 

Name Duration Frequency 

Cleaning (Dust) 5 minutes Depend on environment 

Back-flush <1 minute - Automated To be defined by user  

Activated Charcoal Filter 

exchange 

30 minutes 6 month 

Linearity check-up 15 min/controlled value 12 month 

 

Complex Maintenance        ___ 

 

Name Duration Frequency 

Pump Maintenance 1 hour Depend on application 

Filter exchange 1 hour 12 month 
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SHUT-DOWN AND START-UP 

 

  For several maintenances, the first operation is to shut-down the system. 

  

 The start-up procedure is the same as the one described in chapter 6. “Start-

up”. It has been reported here for convenience. 

 

Shut-Down Procedure         

 

D. Shut down the ProCeas ® using the switch located in the back of the 19” 

rack. The pump will stop as well as the built-in computer. 

E. Wait 5 to 10 minutes before working on the system (the pressure should get 

back to atmospheric level).  

 

Once the system is down, one can take the line up at the back of the 

system if necessary. Care should be taken since pressurized line can 

brutally move – close valves. Security rules must be applied. 

 

Start-Up Procedure         

 

A. Power up the ProCeas ® using the switch located in the back of the 19” rack. 

The pump starts up and the built-in computer will boot up. The Main Menu 

(default display) will appear within one minute from power-up. Default 

mode is “Routine Measurement”; you therefore will start seeing 

measurement results displayed on the screen; however, these results are 

not to be trusted until temperature and pressure have had the time to 

stabilize at their method-specific set values. 

B. Visually monitor temperature and pressure on the Main Menu displayed by 

default on the built-in monitor. Let the instrument stabilize for at least 2 

hours before starting any measurements. 
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OPENING THE COVER 

  The main module has to be opened for some operation. Follow the 

procedure: 

A. Shut-down the system 

B. Be sure to have enough space  

to access to the upper part of the 

module. Take care of the 

connections at the back. 

C. Unscrew the fixation of the 

top cover – 3 screws on each side. 

Use a T20 Torx wrench.  

D. Lift the cover using your nails 

(or alike) on the corners.  

 

CLEANING 

This operation is a simple cleaning of the system with a humid cloth (but not 

soaked!). Passes the towel on each external face of the system and dry it with 

another cloth. 

This operation should be done on a regular basis. 

  

Fixation of the top cover 
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BACK-FLUSH 

This is an automated operation that is defined for dusty sampling in industrial 

application 

It is a short blow back of compressed air in a secondary line. This operation can 

modify the measure since the environment around the sample orifice is 

temporary filled with clean air. 

NOTE: the back-flush needs to have clean oil-free dust-free pressured (2-4 bar/ 

30-60 PSI) air at disposal 

 

 

ACTIVATED CHARCOAL FILTER EXCHANGE 

The activated charcoal filter (ACF) is in the module, next to the pump. It can be 

provided by AP2E as a spare part (Ref.  056-003). 

It shall be exchanged every 6 month with the following procedure: 

 

A. Shut-down the system as described above 

B. Open the module as described above 

C. Spot the ACF on the left hand side (provided that you face the module). 

D. Note the arrow on the both filter (“Flow”) before next step. The new filter 

must respect the flow indication. 

E. Open the black fixations holding the filter 

F. Disconnect the old filter from the line. The filter is equipped with plug-in 

elbow connection. To take the filter off, push the maintaining ring and pull 

the filter. 

G. Plug the new filter. Take care of the flow direction (the arrow head to the 

pump). Make sure that connections are correct by slightly pulling on the 

elbow. Otherwise push it back a little more 

H. Put the filter in place and close the fixation. 

I. Close the module (cover + screw). 

J. Once connections are verified and correct (see Section 5 - Installation), start 

up as described above. 
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:: AP2E:: 

RECALIBRATION 

 Report to chapter 7. 

 

PUMP MAINTENANCE.  

 This is a complex operation which need a clean space to work.   

The pump used in the ProCeas® system is a KNF 84.3 pump. To clean one or 

another part, use compressed clean air or humid cloth. Solvent can irrevocably 

damage polymer part.  

Follow the procedure to access to the pump. Afterward, refer to manufacturer 

instruction provided below : 

A. Shut-down the system as described above 

B. Open the module as described above; 

C. On the front part of the analyser, unsrew the plate on the left hand-side. 

These should be possible with fingers or a Phillip® screwdriver n° 1 

D. Note both line on the pump: one comes from the activated charcoal filter 

(the white plastic cylinder), the other one goes to the back of the module. 

E. Disconnect both lines with a 9/16’’ flat wrench. 

F. Note the electric wires going from the pump to the motherboard. One goes 

on power (24 VDC) (2 wire) and the other one on command (1 wire). 

Carefully disconnect both and take off the line up to the pump. 

 

The pump can be taken away for maintenance following manufacturer 

operative instruction.  

Maintenance Kit can be provided by AP2E. 

G. Once the operation is done, reconnect the line as noted before operation. 

The one coming from the activated charcoal filter is connected to the input 

port, the one going to the back plate to the exhaust (look for the arrow on 

both head of the pump to find input and exhaust port). 

H. Replace the plate supporting the pump and screw it back in place. 

I. Reconnect the electric wire to the Motherboard. 
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:: AP2E:: 

 

 

 

FILTER EXCHANGE 

There are several protections in this system. In particular, filters are added in 

the flow path to prevent dust or other solid to enter in the system, depending 

on the application. The orifice filter, protecting the sonic nozzle/ calibrated 

critical orifice should be changed once a year. 

It is a stainless steel in-line particulate filter with 7 µm pore size and can be 

provided by AP2E as spare part (ref. 056-006) 

The location of this filter depends on the application and the calibrated orifice 

position.  

To exchange this filter, please follow the procedure, depending of its location: 

 

 Orifice filter – Inside.        

 

A. Shut down the system as described above 

B. Open the top cover as described above. 

C. Spot the filter on the left hand side of the module, fixed on the back plate. 

Note the arrow for the direction of the flow.  

D. With 2 flat wrenches (1x7/16’’ and 1x9/16’’) disconnect both side of the 

filter from the line. 

E. Exchange the old filter with the new one. Respect the direction of the flow. 

The arrow should goes from the outside of the system to the black box 

containing the measurement cells. The nuts should be tighten by hand first 

and then with the wrenches, 1/8 turn. 
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Orifice filter – outside.        

 

A. Spot the filter right before the calibrated orifice. It should be at the end of 

the sampling line. 

B.  With 2 flat wrenches (1x7/16’’ and 1x9/16’’) disconnect both side of the 

filter from the line. 

C. Exchange the old filter with the new one. Respect the direction of the flow. 

The arrow should goes from the outside of the system to the black box 

containing the measurement cells. The nuts should be tighten by hand first and 

then with the wrenches, 1/8 turn.  
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:: AP2E:: 

Section 9 – Data I/O’s 

 

 

GENERAL Your ProCeas ® is configured specifically for your application. 

 

AP2E proposes many different configurations for data I/O, the most common being: 

- Digital (Ethernet, RS232, RS485 ports; TCP/IP, ModBus/JBus, OPC 

protocols) 

- Analog (4-20 mA) x number of channels required. 

 

AP2E also accommodates many other data I/O formats, as may have been done for 

your instrument. 

 

Please refer to the data I/O documentation specific to your instrument for detailed 

information. 

 
 


